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FOREWORD

This Final Test Report is submitted by Johnson Engineering Corporation to the
National Aeronautics and Space Administration (NASA) in accordance with
_Paragraph 4.17.2 of the Statement of Work included in Modification 19C, dated
May 19, 1986 to Contract NAS 9-16189, UNISTIK™ Vehicle Controller.
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Section 1

iNTRODUCT ION

The purpose of this report is to summarize the results of the testing of the
UNISTIK™ Preproduction Prototype Unit (PPU) during the testing portion of
Phase Il. Included in the body of this report is a summary of the results of
the road testing, bench testing, and the Yancouver, British Cojlumbia, road
trip results, as well as a discussion on system reliability, and problems
encountered during the testing.

The final section of the report addresses conclusions drawn from Phase || of
this project,

More detailed discussions of individual test results are included as Appendix
C.
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Section 2

SYSTEM DESCRIPTION

The UNISTIK™ is fully described in "Technical Documentation for the UNISTIK™
Vehicle Controller", Section 2, and the Final Report, Section 4,



Section 3
TEST PROGRAM
3.1 TEST PROGRAM SYNOPSIS

There are two major portions of the UNISTIK™ Phase || test program: road tests
and bench tests, A subcategory of the road tests was the testing accompl ished
during the Vancouver trip where the UNISTIK™ vehicle was displayed at EXPO
'86.

Detailed descriptions of each of the two major test categorles are provided in
the road (driving) test plan which is attached to this report as Appendix A,
and the bench test plan which is attached as Appendix B.

In summary, the road tests consisted of the tests Ilisted in Table 3-1. As
noted from this table of tests which were performed while driving the UNISTIK™
vehicle, the UNISTIK™ system was tested at both low speeds and highway speeds.
The systems were operated normally when simulated faults occurred with the
system. Additionally, the system was tested for its ability to perform if
vehicle failures occurred, such as loss of power steering or brakes, and with
occurrence of a flat tire.

The bench tests consisted of temperature testing of the electronics of the
sfeering servo system (the most complex of the servos in the system) and a
mechanical cycle test for the steering and brake servo systems to determine
wear characteristics of the mechanics of the system.

The following subsections summarize the results of all Tesfs’performed on the
UNISTIK™ system during Phase ||. Detailed descriptions of key aspects of each
test result are contained in Appendix C.

3.2 ROAD TEST RESULTS SUMMARY

3.2.1 Normal Operation

The UNISTIK™ accelerator performs the same as manual vehicle control. The
brakes were given extra sensitivity to enable rapid stops. Training is
necessary before drivers become accustomed to the feel of the system to the
point where they can brake smoothly,



TABLE 3-1.

LIST OF ROAD TESTS IN ROAD TEST PLAN

SYSTEM NORMAL - FUNCTIONAL TESTS

LOW SPEED TESTS

ACCELERATION/DECELERAT ION
STRAIGHT LINE BACKUP
RIGHT ANGLE PARKING
TURNABOUT

PARALLEL PARKING

SLALOM COURSE

EMERGENCY STOP

OBSTACLE AVOIDANCE

HIGH SPEED TESTS

ACCELERATION/DECELERATION
LANE CHANGING

TIRE ON SHOULDER
EMERGENCY STOP

OBSTACLE AVOIDANCE

VEHICLE FAILURE - RESPONSE TESTS (LOW SPEED)

POWER BRAKE LOSS

DECELERATION
EMERGENCY STOP

POWER STEERING LOSS

SLALOM COURSE

FLAT TIRE (FRONT)

ACCELERAT ION/DECELERATION
SLALOM COURSE

UNISTIK™ SYSTEM FAILURE - RESPONSE TESTS

LOW SPEED TESTS
SLALOM COURSE (STEERING)

POWER AMPLIFIER POWER LOSS

POWER AMPLIFIER COMMAND FAILURE
POWER AMPLIFIER COMMAND OFFSET FAIL.
JOYSTICK SIGNAL FAILURE

POSITION FEEDBACK SIGNAL FAILURE
TACHOMETER SIGNAL FAILURE

M| CROPROCESSOR WATCHDOG FAILURE

DECELERATION (BRAKE)
POWER AMPL IFIER POWER LOSS
POWER AMPLIFIER COMMAND FAILURE
BRAKE/THROTTLE JOYSTICK SIGNAL FAIL.
EMERGENCY STOP (BRAKE)
POWER AMPLIFIER POWER LOSS

POWER AMPLIFIER COMMAND FAILURE
BRAKE/THROTTLE JOYSTICK SIGNAL FAIL.
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HIGH SPEED TESTS
LANE MAINTENANCE (STEERING)

POWER AMPLIFIER POWER LOSS

POWER AMPL|FIER COMMAND FAILURE
POWER AMPL IFIER COMMAND OFFSET FAIL
JOYSTICK SIGNAL FAILURE

POSITION FEEDBACK SIGNAL FAILURE
TACHOMETER SIGNAL FAILURE

LANE CHANGING (STEERING)

POWER AMPLIFIER POWER LOSS

POWER AMPLIFIER COMMAND FAILURE
POWER AMPL |FIER COMMAND OFFSET FAIL
JOYSTICK SIGNAL FAILURE

POSITION FEEDBACK SIGNAL FAILURE
TACHOMETER SIGNAL FAILURE

DECELERATION (BRAKE)
POWER AMPL IFIER POWER LOSS

POWER AMPLIFIER COMMAND FAILURE
BRAKE/THROTTLE JOYSTICK SIGNAL FAIL



The slalom course maneuvers showed an interesting result. As each of three
test runs was made, there was improvement in performance for each driving
method. This indicates the learning and familiarization achieved. A
comparison of the slalom performance for the third fry through the course for
each driving mode was Informative.

When driving with UNISTIK™ the third time through the course, the time was 40%
faster than the first ftry. The improvement from first to third ftry was only
16% for manual control. The difference between manual and UNISTIK™ modes of
driving on the third try was an average of 16.5% (UNISTIK™ being faster).
Faster speeds were observed when driving with UNISTIK™; higher lateral
accelerations were experienced; and the time between steering motion peaks wes
better. A major reason for this result is that steering is so much easier with
the joystick, especially maneuvers requiring large rotations of the steering
wheel .

With practice simifar improvement and overall better performance from the
UNISTIK™ system was also observed in obstacle avoidance maneuvers.

In emergency stopping maneuvers both control systems appear to perform in the
same manner, UNISTIK™ is fully capabie of performing emergency stopping
maneuvers as quickly as with the manual mode of driving.

Once the driver has had sufficient time to practice and develop experience,
driving with the UNISTIK™ system at highway speeds was comparable with manual
driving. It Is estimated that 30 to 60 minutes is all that is required to gain
experience at highway speeds with the UNISTIK™ driving mode.

Maneuvers such as lane changing, driving with one tire on the shoulder of the
road, or obstacle avoidance resulted in similar control characteristics for
the two driving modes. The only noticeable difference while driving with
UNISTIK™ was a slight overcorrection tendency when exiting a maneuver. This
overcorrection tendency caused no significant driver problem in control of the
vehicle and was, In general, not noticeable by passengers. Accelerometers
were the only Indicator of overcorrection tendency.

Once experience was gained In using the UNISTIK™ system the driver could
comfortably drive with the UNISTIK™ system on typical highways and in fraffic

situations.

3.2,2 Simulated Vehicle Malfunctions

Because of the results of the |ow speed vehicle malfunction tests no high
speed vehicle malfunction tests were performed. During the low speed tests in
this serles, three vehicle malfunctions were evaluated: power brake |oss,
power steering loss, and flat front tire.

When the vehlcle power brake vacuum was lost, the UNISTIK™ brake servo
successfully brought the vehicle to a stop, although it took approximately
twice the distance. The servo exerts more force than the typical driver can
exert, so the braking distance compares favorably with manual driving.



Similarly, the steering system could controi vehicle direction when the engine
was shut off, although it was; much more sluggish. The system exerts more
force on the steering wheel THORN the typical driver can exert, so UNISTIK™
performs at least as well as manual driving in such a situation.

When a front tire was purposely flattened to test the UNISTIK™ response to
such a vehicle problem, there was no apparent dlfference in performance
driving with UNISTIK™ compared to driving manually. The steering was not
impaired by the extra drag caused by the flat tire.

3.2.3 imufate b jon

For this series of tests, fault signals were introduced in joystick, feedback
and tachometer signal inputs to the steering servo electronics. Faults were
also introduced into the input to the power amplifier, and into the low level
clrcuit operational amplifier circuitry. Similar faults were introduced into
the brake servo electronics. Feedback and tachometer signals are not used in
the brake servo.

Since the steering and brake servo systems are the most critical functions for
controlling the vehicle, faults were introduced only Iinto these systems.
Through brake/throttie joystick fault signals, the throttle malfunction
condition was also evaluated.

3.2.3.1 Steering Servo System Mal function Tests

When the various fault types were introduced into the UNISTIK™ steering servo
electronics during a low speed slalom course maneuver, the following results
were seen: Depending on the steering conditions when the fault occurred, the
time of fault introduction, and the type of fault introduced, the resulfts
varied from no steering wheel rotation to a maximum of 10 degrees of wheel
rotation. The time required for the system to detect the fault and switch to
the secondary steering servo system varied from 0.1 to 0.5 seconds. The
condition which caused the worst case 10 degree steering wheel movement before
the secondary circuit switched into operation was a 12 volt DC voltage fault
at the power amplifier command line. This 10 degree rotation required minor
corrective action by the driver to control direction of travel after the
secondary system was switched in. All other faults created 5 degree or less
rotations and, for the most part, no steering correctlons by the driver. This
means that even the worst case fault did not cause loss of vehicle control.

The magnitude of effect on the steering wheel position, when the faults were
introduced, were principally related to two factors: the difference between
the fault signal value and the value of the actual signal just prior to
introduction of the fault, and the length of time between fault introduction
and switchover to the secondary servo electronics. The greater the difference
in voltage levels and the greater the time delay, the more effect on the

steering wheel motion,
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The lane maintenance tests at 40 and 55 miles per hour produced similar
results to the low speed slalom tests., Most faults, when switched into the
system, created very small or negligible perturbations in the steering wheel
rotation. It was apparent that when the vehicle is traveling straight, there
Is a tendency for faults not to cause large perturbation in the steering.

One intferesting result of the tests was that with identical faults and nearly
identical signal levels In the servo electronics prior to fault infroduction,
different delay times were observed between the time of fault introduction and
secondary servo electronics switch-in. Depending on where the microprocessor
is in its multitasking software operation, apparently caused the resuit. A
significantly different time is involved in detecting hardware signal faults
and taking action on that decision., In the case observed with all other
parameters nearly identical during this test series, the time difference was
0.1 seconds and 0.25 seconds. In worst case observed, this varying time for
system response caused the driver no problems in getting the vehicle under
control again., The steering wheel rotated about 15 degrees for the longer time
and required only minor compensation corrections by the driver.

For lane change maneuver tests, steering maneuvers were in process when the
fault was infroduced. In these tests, more reaction was observed due to some
of the fault types introduced info the signal paths. Out of the twenty-five
tests performed, including both 40 and 55 miles per hour, seventeen caused
negligible or only very slight steering wheel motion between the time the
fault was introduced and the time of switch-in of the secondary circuit. The
remaining eight tests resulted in steering wheel rotations of 10 to 30
degrees. These eight cases required only smali corrective action by the driver
during the time between fault introduction and secondary circuit switch-In,

Steering servo fault introduction at both low and high speeds created no
uncontroitlable situations for the driver. In fact, in most cases, the fault
Introduction and switchover process was barely perceptible. The first series
tests were due to system problems which have since been corrected and new
tests performed verifying correct performance.

3.2.3.2 Braking Servo System Malfunction Tests

General reactions of the UNISTIK™ braking system to fault voltage Introduction
into the power amplifier command line was predictable. They depended on the
value of the fault voltage relative to the actual command line signal prior fo
fault introduction. A 5 volt signal represents no applled brake. If the
voltage was greater than 5 volts, and also greater than the existing brake
command signal at time of fault introductlion, the brakes would be applied
harder when the fault was introduced. |[|f the fault voltage was lower than the
exlsting command signal, the brakes would be released when the fault was

Introduced,

Table 3-2 summarizes the critical data results from the second serles of brake
servo system malfunction fests wherein a fault was simulated in the brake
power amplifier command line. The first test serles resulted in unacceptable
data. Software and hardware changes were made before the second test serles

were performed,
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TABLE 3-2. TIME TO RE-APPLY BRAKES TO ORIGINAL LEVEL
AFTER BRAKE COMMAND FAULT INTRODUCTION (SECONDS).

BRAKE DECELERATION EMERGENCY STOP
COMMAND FROM FROM
FAULT 30 mph 40 mph 55 mp 30 mph
(sec.) (sec.) (sec,) (sec.)
Pwr Loss 1.1 .4 .4 W2
5 volt 1.2 2.7(a) 1.5(a) .6
3 voit .45 .45 .5 .65
7 volt 1.5 .5 .5 - (b)
0 volt 4 .5 .3 .65
12 volt o1 . .4 .15

Notes (a) Eventually, +the fault was detected, but
further joystick motion was required tfo
allow detection, Deceleration did contin-
ue during interim period,

(b) The fault signal did not create large
enough error +o allow fault detection,
until after stop completed and the
throttle pressed again. Deceleration was
completed, however,

From Table 3-2, for a given fault condition, some variation in fault
detection times exist., This is similar to the results observed with simulated
steering servo faults, |t is apparent that most faults were detected,
secondary switch~in accomplished, and the brake control returned to its pre-
fault condition in less than one second.

Two fault conditions had some difficulty being detected. These were 5 volt
and 7 volt fault voltages on the command |ine., The reasen for this iIs that
the actual command signal prior to the fault introduction was in a range near
6 volts, Both the 5 or 7 volt faults were fairly near the correct voltage
and, in most cases, were not detected until further joystick motion increased
the magnitude of the error between the fault and the expected voltage.

In the case of the 5 volt fault some minor deceleration was possible, even
while the fault was engaged and before the secondary circult was switched into
operation. Since the vehicle did not respond as the driver intended, the
natural tendency was to apply more braking by further joystick. This motion
caused an increased error signal which could then be detected by the
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monitoring microprocessor, This reaction created the long detection times
observed during deceleration for 5 volt fault signals. The deceleration did
continue during the fault period.

The 7 volt fault signal is higher than the pre-fault voltage and the brakes
were applied harder when the fault was introduced. In some cases of this
fault, the vehicle was stopped faster than desired but the vehicle did stop.
In the emergency stop case, the failure of the system to detect the fault
until the next time the throttle was pressed does not pose a serious safety
problem. The vehicle stopped in the same distance as a normal (no-fault)
emergency stop maneuver.

The delays resulting in the majority of the fault detection conditions still
allowed the vehicle to be stopped in the planned distance. In spite of the
momentary release or harder application of the brakes, the driver could
compensate during the remainder of the deceleration maneuver. In the
emergency stop maneuvers and if the fault was in a direction to release the
brake, the delays of up to 0.65 seconds would resuit in extra stopping
distance in the emergency situation. In the worst delay seen (0.65 seconds),
the test results for the emergency stop from 30 miles per hour would have
caused the emergency stop maneuver to take less than 29 feet more distance.

Table 3~3 summarizes the results of faults Introduced into the brake/throttie

Joystick signal line.

TABLE 3-3. TIME TO RE-APPLY BRAKES TO ORIGINAL LEVEL AFTER
BRAKE/THROTTLE JOYSTICK FAULT INTRODUCTION (SECONDS).

BRAKE DECELERATION EMERGENCY STOP
JOYSTICK FROM FROM
FAULT 30 mph 40 mph 5mph 30 mph
(sec,) (sec,) (sec,) (sec.)
0 voits 4(a) .4(a) 4(a) 3(a)
12 volts .1 .05 .05 .1
open ckt S (a) .4(a) .35(a) .3(a)

Notes (a) Throttie was disabled as quickly as the brake
secondary was switched in.

The results of the brake/throttle joystick signal fault simulation were
similar to the resuits when the command signal faults were simulated. The 0
volts and open circuit faults resulted in fault detection, secondary switch-
in, and re-application of brakes to pre-fault levels in 0.3 to 0.45 seconds.
This type of fault created a situation, until the fault detection was
completed and the secondary brake servo electronics switched into operation,
where the brakes were released and the throttle applied. During the same
period, the throttle activation was detected and subsequently shut off by the

monitoring microprocessor,
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The 12 volt fault on the joystick signal l|ine applied a signal in the same
direction and in greater magnitude to normal brake application. The results
did cause faster, jerky braking until the vehicle stopped.

3.2.3.3 Conclusions of System Malfunction Simulation Tests

The result of all the UNISTIK™ system malfunction simulation tests is that
there were no reactions from the system that caused excessive driver
reactions. Situations were not created which caused the vehicle to become
uncontroltable in any manner dissimilar to the response of the vehicle when
driven manually. Problems which occurred during the first series of tests
were corrected by hardware and software modifications, These modificetions
were completed prior to retesting for the "problem" fauit conditions,

3.,2.4 nc e a ip R t

Eight driving days were spent driving the UNISTIK™ vehicle from Boulder,
Colorado to Vancouver, British Columbia, Canada, and return. A total of 3521
miles were driven during the trip, of which 3398 miles were driven with fthe
UNISTIK™ system. The manually driven miles were, for the most part, in Canada
where the UNISTIK™ system was not used on pubiic roads. Only 17 total miles
were driven manually within the United States portion of the *frip, on very
short trips between motels and restaurants where it was not practical to load
the UNISTIK™ software from the disk drive. (It Is no longer necessary to load
the software before driving, since it is resident in hardware).

Data gathered during the trip, In the form of chart recordings and engineering
notes, documented the performance of the UNISTIK™ system and recorded
information on the driving characteristics of the system,.

Problems and comments related to the test drive portion of the ftrip are
summarized in the following paragraph. While on display at the EXPO '86, two
hardware faults occurred during the system demonstrations. These are dlscussed
in Section 4,

3.2.4.1 UNISTIK™ Performance Problems Exhibited During EXPO '86 Trip

Further testing of the system showed that these errors were caused by the
processor power supply. A dlfferent supply was designed, which eliminated all
false alarms,

The problem incidents 3 and 6 from Table 3-4 were caused by friction in the
brake pedal servo drive system which occasionally prevented the brake pedal
return spring from fully releasing the pedal after it had been pressed. There
were no repeats of this incident on the return trip. The removal and
reinstal lation of the brake servo mechanism and adjustment of the mechanisms
al lowed the brake pedal to return to its fully released position.

Because the steering wheel showed some vibration during the incldent, the
buzzing noise heard from the servomechanisms (incident number 14) appeared to
be In the steering servo system. No hardware fault has been found to justify
such a reactlon from the system. It is important to nofe that the steering
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TABLE 3-4.

DAY NO.  MESSAGE OR CONDITION

S, ]

D ~ O s LN -

— bt o o -
NN —- O O

15
16
17

18
19
20

"PULL BACK JOYSTICK"
"SECONDARY STEERING POSITION ERROR"

BRAKE LIGHT CAME ON AFTER SYSTEM SHUT OFF
WSECONDARY STEERING POSITION ERROR™
WSTEERING WARNING" & "SYSTEM FAILURE"

BRAKE LIGHT CAME ON AFTER SYSTEM SHUT OFF
"SECONDARY STEERING POSITION ERROR"
"SECONDARY STEERING POSITION ERROR"
"SECONDARY STEERING POSITION ERROR"
WSYSTEM FAILURE"

WSECONDARY STEERING POSITION ERROR"
"SECONDARY STEERING POSITION ERROR"
"SECONDARY STEERING POSITION ERROR™

BUZZING NOISE IN SERVOMECHAN!SM

NONE

NONE

NONE

NONE
"SYSTEM FAILURE"

"SYSTEM FAILURE™

"PRIMARY STEERING POSITION ERROR" &
"SYSTEM FAILURE"

"SYSTEM FAILURE"

"SYSTEM FAILURE"™ & THROTTLE DISENGAGED

"SYSTEM FAILURE™ & "THROTTLE SERVO ERROR"

NONE

PROBLEMS ENCOUNTERED DURING VANCOUVER ROAD TRIP

R ANCE

LEAVING FREEWAY/TERMINAL HOOKUP
AIR CONDITIONER FROZE

WHEN LEFT PARKED

FREEWAY DRIVING AFTER STARTUP
DOING TURNABOUT

WHEN LEFT PARKED

FREEWAY DRIVING AFTER STARTUP
FREEWAY DRIVING

FREEWAY DRIVING AFTER STARTUP
AFTER INVERTER TURNED OFF
FREEWAY DRIVING AFTER STARTUP
FREEWAY DRIVING AFTER STARTUP
FREEWAY DRIVING AFTER STARTUP
WINDING, HILLY ROAD, LOW SPEED

HIGHWAY DRIVING

HIGHWAY DRIVING

FEW SECONDS AFTER PREVIOUS
MESSAGES

LEAVING HIGHWAY

LEAVING PARKING SPACE

STARTING TO DRIVE, WITH
PARK BRAKE RELEASING

ACTION TAKEN

RESTARTED
RESTARTED

PULLED BACK PEDAL

RESTARTED
RESTARTED

PULLED BACK PEDAL

RESTARTED
RESTARTED
RESTARTED
RESTARTED
RESTARTED
RESTARTED
RESTARTED
NONE

RESTARTED
RESTARTED
RESTARTED

RESTARTED
RESTARTED
RESTARTED

SYSTEM
SYSTEM

SYSTEM
SYSTEM

SYSTEM
SYSTEM
SYSTEM
SYSTEM
SYSTEM
SYSTEM
SYSTEM

SYSTEM
SYSTEM
SYSTEM

SYSTEM
SYSTEM
SYSTEM

RESULTS

NO REPEAT OF MESSAGE
NO REPEAT OF MESSAGE
L IGHT WENT OFF

NO REPEAT OF MESSAGE
NO REPEAT OF MESSAGE
LIGHT WENT OFF

NO REPEAT OF MESSAGE
NO REPEAT OF MESSAGE
NO REPEAT OF MESSAGE
NO REPEAT OF MESSAGE
NO REPEAT OF MESSAGE
NO REPEAT OF MESSAGE
NO REPEAT OF MESSAGE
BUZZING STOPPED(2 SEC)

NO REPEAT OF MESSAGE
BUZZ SOUND,NEW FAULT
NO REPEAT OF MESSAGES

NO REPEAT OF MESSAGE
NO REPEAT OfF OCCURRENCE
NO REPEAT OF MESSAGES



servo system continued to function during this incident. Steering maneuvers
were being accomplished during the time it was happening. Once the main
control switch has been placed in the run position this type of problem can
not have been caused by software, The microprocessor is removed by relay
contacts from any direct connection to the servo systems.

None of the incidents created a dangerous, uncontrolled situation with the
vehicle. In all cases, the vehicle remained under the control of the driver.
The UNISTIK™ system continued to function under all conditions.

3.2.4.2 Other Information Gained During the Road Test

The UNISTIK™ system was used to drive the vehicle on many types of roads,
including freeways, two lane highways, mountain pass roads, winding roads, and
rough gravel roads., The vehicle was driven in rainstorms and during windy
conditions. Isolated roads and heavy traffic situations were encountered
during the trip. In all cases, the UNISTIK™ system was easy to use and there
were no problems driving under these varied conditions. Ambient temperatures
from 38 degrees to 85 degrees Fahrenheit were experienced with no noticeable
effects during the frip.

There was a small amount of |eft bias required for the vehicle fo be driven
straight. This was caused partly by a slight misalignment of the vehicle
mechanical steering. The remainder was due to crosswinds.

It was more difficult to maintain proper lane ftfravel when crosswinds were
present. This would also have been the case if driving manually. The chart
recordings show up to 33.5% joystick motions (cyclic in nature) while driving
in crosswind conditions. On a day without such crosswinds, the joystick
motion was reduced to about 14% peak.

During the earlier part of the ftrip, there was a strong tendency for the
driver to make very rapid (less than one cycle per second), small magnitude
(less than 5%) corrections in the steering. With experience these small
corrections tended to be less prevalent. Toward the end of the trip and
regardless of driving conditions, the steering motions changed character

significantly and tended to vary widely, in level and frequency, indicating
reaction to actual conditions rather than a continual cyclical correction,

Even though the joystick excursions were up to 33% occasionally, the non-
| inear steering response meant that only about 10 degree steering wheel
motions were observed for normal steering corrections.

In general, more concentration was required fto drive by joystick, rather than
manually, due fto the sensitivity of the joystick controls. This extra
concentration was not overly fatiguing. Two to three hour driving sessions
did not create excesslive fatigue.

It is apparent from the video recordings taken during the frip that there was
a tendency for the vehicle to move slightly back and forth within its
driving lane as steering corrections were made by the drivers. This is also
normal in manual driving situations. At the end of the trip, fthe hardware,
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both mechanical and electrical, was inspected. A broken solder joint on one
indicator lamp in the transmission gear selection panel was found. There was
some wear on the steering wheel base where it had rubbed against the

servomechanism cover. This was the only evidence found of any mechanical
vibration or wear occurrence during the trip. No wear was evident on any

gearing.
3.2.4.3 Conclusion of Vancouver Road Trip Test
The UNISTIK™ system performed during the entire 3398 miles without any

repairs required, or major delays, and the system was easy to use. The drivers
quickly became comfortable with its use in all road conditions.

3.2.5 Comparison Between Able-Bodied and Disabled Drivers

A brief road test of driving ability for a C5 Quadriplegic was performed and
compared with data teken with able~bodied drivers with |imited UNISTIK™
driving experience. The results were very comparable., The steering joystick
motions were of similar magnitude and frequency after about 15 minutes of
driving experience. The same hesitancy existed for the first few minutes as
the drivers became accustomed to the new driving methods. The disabled driver
had |imited use of only one hand, and hence had a problem with activating the
manual secondary controls. This was especially true of the turn signals which
were needed on a regular basis while driving. The passenger had to activate
the turn signals for the handicapped driver. Volce activated controls
required in a production version of the UNISTIK™ system would eliminate this
problem. The disabled driver gained confidence during the relatively short
driving experience of about 15 minutes. He drove the vehicle to speeds of
approximately 40 miles per hour. The handicapped driver had used the UNISTIK™
system previously, but a considerable time Interval had elapsed since the
previous use. The previous use had been at lower speeds mostly in confined
parking lot areas.

3.3 BENCH/LABORATORY TEST RESULTS SUMMARY

3.3.1 Test Fixtures/Test Setup

The test plan for the bench/laboratory tests is Included as Appendix C in this
report. A test fixture was provided for the temperature cycle and extended
temperature test portion of these tests., Both of these temperature tests
utilized the same test fixture. Fligure 3-1 shows a block diagram of the test
fixture and steering servo electronics which were set up to perform the tests.
Appendix C contains a more detailed discussion of the bench tests results and
sample data recordings.

A specially designed signal generator provided signals to simulate the
steering joystick signal, steering position feedback signal, the steering
tachometer signal, and the vehicle speed signal. The steering feedback signal
varied In magnitude as a function of the vehicle speed signal. These signals
are shown in Figures C-132 and C-133 of Appendix C.
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For the mechanical cycling test, a special program adaptation of the bacsic
UNISTIK™ software was written to provide continuous cycling of the steering
servos from one end of thelr travel to the other and to press the brake pedal
in a similar cyclical fashion. To provide performance evaluations, the
software monitored the steering and brake functions and stored data on their
movements in battery backed RAM memory in the microprocessor circuit. |f
incorrect performance was detected, the system would stop cycling. If any
probiem developed, the data collected and the system condition was used to

determine the cause.

The front of the vehicle was jacked up a proper amount to allow sufficient
drag on the steering fto simulate typical {oads on the steering servo that
would be present when the vehicle was running and the power steering
operational. This allowed the test to be performed without the vehicle engine

running.
3.3,2 i o Ele i e e e T

The steering servo electronics were cycled twice, from -40°C to +80°C, with no
problems In performance observed. The power amplifier was operated without
any problems and without the benefit of a cooling fan during these ftests,
During times when the ambient chamber temperature was stabilized, the heat
sink temperature was less than 10 degrees higher than the chamber temperature.

At each extreme end of the temperature range and at room temperature, the
performance of the servo electronics was tested at three different power
supply voltages (10.6 volts, 12 volts, and 13.4 volts). Details of the
results of the temperature cycle tests are shown in Appendix C. The results
are summarized in Table 3-5, The principle changes observed during the tests
were changes in the center reference voltage In the power amplifier compared
to the power supply voltage and temperature and changes in the low level
circuit gain compared to the temperature. These data are shown in Table 3-5.

TABLE 3-5. TEMPERATURE CYCLE TEST RESULT SUMMARY DATA

Power Amplifier Center Reference Low Leve!l Circuit
Yoitage Change vs Supply Voltage Galn Change
Chamber
Temperature 10.6 volts 12 volts 13,4 volts 12 volts(1)
+80°C -10% 0% +5% +15%
+25°C -19% REF -1% REF
-40°C ~-29% 0% 0% -6%

Note (1): Gain did not change as function of supply voltage.

It can be seen from Table 3-5 that the largest changes in the power amplifier
center reference voltage, indlcating the center of fthe steering position,
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occurred at the 10.6 volt power supply voltage. This operating voltage also
resulted in the largest variation with temperature. The reason for this is
that the voitage regulator diodes did not receive sufficient current at that
low of supply voltage to remain in their regulating region. This, in tfurn,
allowed voltage reference levels to vary, causing the results seen.

The 12 and 13.4 volt results are more representitive of the range of supply
voltage variations expected In norma! operating conditions. |In these cases,
the worst variation was 5% observed at the highest supply voltage and the
+80°C temperature. All data shown are compared to the 12 voit supply at a
+25°C temperature value.

Since the gains were essentially determined by resistor values in the
operational amplifier circuits, there was no measurablie effect on the low
level circuit gains due to power supply voltage changes, Temperature did have
some effect, shown in the last column of date in Table 3-5, Compared tc the
gain at +25°C, the gain increased 15% at the +80°C temperature and decreased
6% at the -40°C temperature.

The changes observed in the power amplifier center reference voltage would
affect the steering position for center joystick position, Changes in this
steering position could be easily compensated by Jjoystick position changes and
would have only a minor effect on the drivability of the UNISTIK™ system under
such extreme conditions. The effect would be similar to the joystick offset
experienced during the Vancouver trip due to the slight steering misalignment
condition.

The gain changes measured durlng this test would probably not be noticeable to
someone driving with the UNISTIK™ system. The joystick fravel required for a
given magnitude of steering maneuver would change only a minor amount. During
full lock-to-lock steering maneuvers used occasionally in parking, the changes
would be noticeable and this only at the -40°C condition.

The results of this test indicated that the performance of the steering servo
electronics when driving wlth the UNISTIK™ system, under ftfemperature and
voltage variations, was acceptable for normal driving conditions,

3.3.3 Servo Electronics Extended Temperature Test Results

The same set of steering servo electronics was used for the extended
temperature test. The electronics were subjected to continuous +60°C
temperature for 168 hours. The electronics power supply was cycled on and off
for five of the seven test days. During this period a total of approximately
45 hours of operating time was logged on the electronics.

At 52 hours Into the test, one component failed. |t was the +/- 15 volt DC/DC
converter on the low level electronics card. This component was replaced and
the test continued with no further problems,

An investigation of the cause of the failure determined that the component was

only rated for +60°C operating tfemperature. While operating in the
temperature cycle test, the component had been subjected to a maximum of +85°C
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in temperature. It was apparently sufficient|y damaged that it failed after a
portion of the extended temperature test. |f operation above +60°C is
expected, a higher tfemperature rated component should be used in production
modeis.

All other aspects of the extended temperature test were successful. Except for
the minor effects of the new converter component, operation of the system
after the test was completed was the same as when the test started.

3.3.4 Mechanical Cycling Test Results

In the mechanical cycling test, the steering and brake servo systems were
cycled through their maximum movement range for a total of 80 hours, The
cycling effects of this operation would be roughly equivalent to 10 years of
normal usage of a UNISTIK™ system. This test was fully successful. There
were no failures In either the electronics or mechanical hardware during the
test. [nspection of the servo mechanical subsystems in both the brake and
steering mechanisms after the test showed only minimal wear on the gears and
other moving parts in the system.

3,3,5 Conclusions of Bench/Laboratory Test Results

The resuits of the bench/laboratory tests verified that the UNISTIK™
electronics and servo mechanisms are adequately designed for the application.
The possible exception to this Is the increased operating temperature range on
the +/- 15V DC/DC converter component,

3.4 SYSTEM RELIABILITY
3.4.1 MIBF Calculations

Because of its complexity, mean-time-between-falilure calculations were made
for the UNISTIK™ system using the steering servo as representative.
Calculations were made based on Mi|l Standard 217E for the electronics and
NPRD-2 for the mechanical portions. The calculatlions were based on a typical
+25°C ambient system temperature and also based on the component count method
for the electronics calculations, Because all components are operated
conservatively with no parts stressed near thelir maximum power levels, the
components count method Is valld.

Using the above methods, the electronic reliability calculation is summarized
in Table 3-6 for one of the two redundant sections of the steering servo
electronics. The components contained in each of the redundant steering servo
electronics circuits result In a failure rate of 123,289 per 10° hours, Each
of these electronic sections has two power supply modules with fallure rates
of 3.964 and 2.268 per 10° hours, respectively. Combining these failure rates
with a portion of the redundant relay contacts In the primary/secondary
switchover relay results in a total failure rate per redundant section of
132.185 per 10¢ hours.
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TABLE 3-6.

FART TYFE

Resistor, Metal Film
Resistor, Composition
Resistor, Wirewound
Capécitor, Polyester
Capacitor, Tantalum
Capacitor, Al Oxide
I.C., Quad. Op. Amp.
I.C., CMOS Logic
Transistor, Small Signal
Transistor, Power MOSFET

Diode

A(hours

ELECTRONIC FAILURE RATES

t6

# 10 )
0.012 % 3 = 0.036
0.011 % 3 = 0,033
0.130 % 3 = 0.45
0.040 % 3 = 0.12
0.005 u 3 = 0.165
1.7 ®w 3 = 3.1
0.85 % 8 = 4.4
0.0 % 8 = 0.4
0.063 % 5 = 0.315
0.30 % 8 = 1,5
0.019 % 5 = 0.095

lwk(hours

+
6)

1.89
9.00
2.85

123.289



Assuming an average of 12,000 miles driven per year at an average speed of 30
miles per hour yields 400 operating hours per year. For 400 hours of
operation, the resulting reliability for each side of the electronics is
0.9485. Since there are two redundant sections, the resulting combined
reliability is 0.99735.

For the mechanical components the torque motor and gear train were estimated
to have a combined failure rate of 5.873 per 10°% hours for a reliability fevel
of 0.99765.

The total combined reliability of the total steering servo system therefore is
0.995. This includes the combination of the total electronics reliability
of the redundant electronics and the non-redundant mechanical components,
This reliability level is for the 400 hours of operation time or approximately
12,000 miles.

3.4.2 Redundancy Considerations

From an operational safety point of view, the steering and braking servo sub-
systems of the UNISTIK™ system are the most important. For this reason, these
two systems were designed to have redundant electronic circuits.

As noted in the MTBF calculations, the failure rate of the electronics for fhe
steering servo system, excluding redundancy, was 132.185 per 108 hours. This
is due fo the quantity of components used in the elecfronic circuits. The
servo motor and gears for the servo system have a failure rate of 5.873 per
10%hours. The electronics have over 20 times the failure rate of The
mechanical components.

The failures which are likely to occur In the electronics cannoft, in general,
be detected by any inspection program in advance of the failure. During
operation potential failures in the mechanical components, such as motors and
gears, are much more easily detected by either visual inspection or noise
levels of the components.

Both of the above reasons, coupled with overall system cost limitations, have
determined the design criteria to provide redundancy for the electronic
sections of the steering and brake servo systems. For a reasonable cost, the
redundancy of the electronics brings the reliability of the overall
electronics sub-system to the point where it closely balances the reliability
of the mechanical sub-system. The electronic sub-system redundancy provides
for the problem of eventual failure In the electronics. A scheduled
maintenance and inspection program should prevent mechanical failure which
would eventually occur if the inspection and maintenance were not performed.
The combination of regular inspection/maintenance programs and the electronic
redundancy will provide, essentially, complete reliability of the overall
system for the handicapped driver,

To further assist in the reliability of the mechanical components, the servo
motors are operated at or below 1/3 of their rated capabllity in torque or
current levels. The gearing is conservatively designed fo reduce stress on
these components under actual operating conditions.
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A scheduled inspection and meintenance program is also important to the
overall useful operating life of the mechanical components of the UNI[STIK™
sysfem. It would be appropriate to suggest 12,000 miles, or 12 months,
whichever occurs first, as a time schedule for a scheduled inspection and
maintenance program. This allows for very low probability of failure between
maintenance intervals and provides for lubrication and other maintenance tasks

on a regular schedule,



Section 4

DESIGN LIMITATIONS IDENTIFIED DURING PHASE |1 AND ACTIONS TAKEN

Discussions in preceeding sections of this report lIdentified several design
| imitations of the Phase [| UNISTIK™ system. Other |limitations were
discovered during the preliminary functional and testing efforts, during the
EXPO '86 display time, and at other times during which the UNISTIK™ system was
being operated as part of the Phase || efforis, Many of the [imitations
discovered were of minor nature and were corrected at the time of discovery;
others required more major efforts but were still corrected. Still others are
not possible to be changed within the scope of the Phase || efforts. This
latter category of l|imitations should be considered for correction in future
efforts or when additional models of UNISTIK™ are fabricated. The following
discussion describes all of the design limitations discovered and what action
has been or should be taken regarding each of them. Limitations identified
earlier in this report are included in this section for purposes of

completeness.

4.1 MECHANICAL L IMITATIONS

4.1.1 Primary Control Joystick Centering Spring

After one of the road tests, while the UNISTIK™ system was being used, one of
the springs which hold the primary control joystick in its cenfer position
broke. The broken spring was modified slightly and used again for continuation
of the Phase || efforts. Before another joystick unit is purchased for any
future UNISTIK™ systems, a more durable spring should be identified for use In

this application.

4.1.2 System Control Switch Lock

A locking solenoid was provided as part of the UNISTIK™ system design for the
system control switch. This switch turns on the UNISTIK™ system and selecTs
manual, test or run modes, and prevents the accidental moving of the switch
out of the run mode while the vehicle is being driven. During initial
preliminary testing, the vehicle was kept In park for extended periods with
the system operating. The locking solenoid overheated and failed. This
solenold was of an Intermittent, low operating temperature type. The extended
period in park with the system still on overheated it, A higher temperature
rated solenoid was used fo replace the original solenoid to improve its
performance. To ensure correct operation, future models of UNISTIK™ should
provide a space for a continuous duty cycle solenoid for fthis function,
regardless of the length of fTime it Is operated.

4.,1.3 System Control Switch QOperating Force

When handicapped drivers attempted fo use the system control switch, the force
requlired to position the swiftch was excesslve for some of them. It was
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determined that a longer lever on the switch would be easier 1C use by many
handicapped drivers. This switch lever was lengthened to reduce the switching
force requirement,

4.1.4 nsmissi ele it tion
Three limitations were discovered during Phase || with the transmission gear
select switches. Occasionally they will stick in the activated position after

being pressed. This prevents another gear from being selected without un-
sticking the originally pressed switch. This is caused by the switch cover
plates that float free in the switch chamber and sometimes become bound in the
chamber at an angle. No correction for this limitation is planned at this
time because it rarely happens and should be acceptable for the clinical
testing efforts. For all future UNISTIK™ units, improved switches will be
required,

Lower force or touch activated transmission gear select switches could be
provided for handicapped drivers with no muscle tone in their fingers. This
wili be considered in future models of UNISTIK™,

The lights used to indicate the activated switch position are not visible from
the driving position. This should be corrected in future models of UNISTIK™,

4.1.5 Iransmission Lock Activation Force

It was discovered during Initial testing of the UNISTIK™ system that,
occasionally, the transmission lock solenoid assembly would not release to
allow the transmission selector to be repositioned. It was determined that
the linkage did not provide enough force from the solencid to guarantee that
the lock could be pulled to the release position. The linkage was redesigned,
new components fabricated, and installed to provide the additional force.
Since the modification was completed the sticking problem has not recurred.

4,1.6 Iransmission Lock Solenoid

The transmission lock solenoid is an intermittent duty cycle unit. During
heavy usage while the system was being demonstrated at EXPO '86, the solenoid
overheated and seized, preventing the lock mechanism from operating properly.
The solenoid has been replaced with a higher temperature rated component to

improve its rellability In the existing UNISTIK™ system. In future models,
this solenoid should be replaced by a continuous duty cycle component but this
wlll| require more space than Is available in the existing unit.

4.1.7 Primary Confrol Positioning/Size

The primary control joystick module and transmission control module were
determined to be mounted too close to the driver position. This denied access
to the driver position by an electric wheelchair with its joystick control in
position and still allow the primary control module to be in ifs normal
operating position. The mounting bar of the module could be positioned
properly for a given driver. For the clinical festing, a flexibie, adjustable
method of positioning was desired. For this reason, an adjustable mounting
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arrangement was designed, fabricated, and installed, which allows three
degrees of positioning mcvement for the primary controls,

It was additionally determined that a smaller joystick control module would
allow positioning closer to the driver's wheelchair controi. This would make
the use of the UNISTIK™ joystick easier for the |imited dexterity user. For
this to be improved, a smaller joystick component would have to be located and
incorporated in future UNISTIK™ models. The present configuration will be
retained for the existing unit,

4,1.8 tTick i ark ke

The primary control joystick module has a switch bar included which will
activate the parking brake when the joystick is pulied all the way back for
maximum braking. Once the system began to be used, the bar wore on the
joystick and dropped metal shavings into the joystick mechanism. The switch
activation method was redesigned tfo ensure proper operation without wear
occurring on the joystick.

4.1.9 Park Brake Limit Switch

During the road testing and after heavy usage, one of the limit switches on
the parking brake failed to activate after the parking brake had released, to
shut off the parking brake servo motor. |t was determined that the limit
switch lever had bent slightly, causing the switch not fto activate at the end
of the brake travel. The lever position was re-adjusted for proper operation.
Future models of the UNISTIK™ should incorporate a more secure positioning
method in the park brake mechanism for the limit switch levers.

4.1.10 Brake Actuator Motion

After completion of the Phase || prototype when the brake servo system was
first tested, the brake would not fully activate. This was because of |imited
travel in the mechanism and the action of the spring Installed between the
servo gears and the brake pedal. To solve this problem, the spring was removed
and the servo attached firmly to the brake pedal bar.

4.1.11 Brake Servo Gear Pin

During the demonstrations at EXPO '86, a roll pin which attached the brake
servo motor gear to the motor shaft sheared off. It had apparently been
weakening wlth use and flnally failed., This pin was replaced by a solid,
hardened steel pin.
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4.2 ELECTRICAL/ELECTRONIC L IMITATIONS

4,2.1 Multiplexer lnputs

During initiat preliminary testing and optimization, the analog voltages
provided to the A/D converter for the microprocessor through analog
multiplexers under certain circumstances exceeded the supply voltage for the
multiplexer integrated circuits. When this happened, incorrect voltage
signals were generated on certain A/D converter channels and damage to the
muitiplexer ICs resulted. To eliminate this problem, clamp diodes were
Installed on those analog channels which could exceed the multiplexer supply

voltage.
4,2.2 o) n te atin

The 15 volt D/C to D/C converter in the low level electronics circuit of the
servo electronics has an operating temperature rating of only +60°C. There is
no plan to locate a higher temperature component for this UNISTIK™ prototype
but future models should have a higher temperature component used when
operating at higher ftemperatures than +60°C.

4.2.3 Mapyal Driving Mode

In the Phase Il prototype of UNISTIK™, the MAN system control switch position
was Intfended to be used to operate the secondary controls in the manual
driving mode. In this position, the transmission gears could not be selected.
A modification was made in the wiring of the system, along with the addition
of a relay, to allow the fransmission gears to be selected in the MAN mode.

4.2.4 System Power Supply

During engine starting and other times of heavy electrical load on the vehicle
batteries, the 5 volt logic supply voltage and the 12 volt system voltage
would vary and not remain stable and free of nolise "glitches", This was the
cause of the software faults that occurred during the road trip to Vancouver.
To solve this limitation, a new power supply was desligned, fabricated, and
installed. VWhenever the main batteries dropped In voltage, this modification
provided for the emergency backup battery to take over supplying power to the
low level electronics, including the 5 volt D/C to D/C converter. A new
charging circult was also developed to maintain charge on the emergency backup
battery. The primary and secondary 12 volt power sources were generated by D/C
to D/C converters rather than directiy from the vehicle 12 volt system. These
improvements eliminated any power supply voltage variations due To heavy
vehicle or system current loads,
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4,2.5 e ter

The alpha-numeric display in the message center is unreadable in bright
sunlight conditions. The separate, illuminated incandescent lamp messages in
t+he main message center panel are sufficiently bright. Those in the secondary
message panel to the left of the driver's station are not bright enough. No
changes are planned for this prototype for the message center displays, butT
future models should incorporate a liquid crystal display unit which can
incorporate all message requirements Into the single unit.

4.2.6 Message Center Message Detection

I+ became obvious during early testing of the Phase || prototype UNISTIK™ that
when a driver is busy with driving fasks, and not looking that direction at
the time they appear, messages which are displayed on the message center may
be missed. An audio tone was added to warn the driver that a message is To
appear on the message cenfer. This greatly improves the driver interface.

4.2.7 Emergency Flashers

The emergency flasher function (on the turn signal lights) was incorporated
into the UNISTIK™ electronics, rather than leaving the function in the vehicle
electrical system. Under this condition, when the UNISTIK™ system is turned
off, It Is no longer possibie to operate the flasher |ights. This should be
changed in future models of UNISTIK™. No correction is intended for this

prototype.

4.3 FUNCT | ONAL/PERFORMANCE L IMITATIONS
4,3.1 Manual Secondary Controls
Experience during Phase Il testing has shown that the manual ly operated

secondary controls, even with the use of the multi-axis joystick, are
difficult for many handicapped Individuals and somewhat difficult for able-
bodied drivers to use while driving. Handicapped individuals with a single
usable extremity could not use such manual controls in driving conditions.
Thelr usable extremity Is consumed with the primary joystick control fask.
The only practical secondary control method for severely handicapped users who
still have voice capability would be voice actuated controls. This method
would also allow for more functions than can be incorporated in multi-axis
joysticks, Some preliminary work has been done to demonstrate the feasibility
of secondary function voice control In the UNISTIK™ prototype but more work is
needed before it could be implemented In the present or future UNISTIK™

models.
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4.3,2 Alternate Drive Gear Selection

In the present UNISTIK™ design, all transmission gear selection is prevented
while the vehicle is moving. While in drive, this prevents the driver from
being able to accidently select reverse while the vehicle |[s moving. This
design, however, prevents selection of one of the alternate lower drive gears,
drive 1 or drive 2, to control the vehicle's speed while descending steep
hills. In the future models of UNISTIK™, a feature should be included
whereby these alternate drive gears can be selected while the vehicle is
moving but still prevent accidental engagement of reverse or park.,

4.4 SYSTEM PACKAGING L IMITATIONS

The present prototype of the UNISTIK™ system contains several packaging
aspects which should be improved, wherever possible, In production models.
This would reduce system cost, and reduce required installation and
maintenance time for the system. It would also improve reliability of the
sysfem. Flve of these aspects are briefly discussed in the following
paragraphs.

4,41 Shock Mounting

The present shock mounts for the main electronics enclosure and mounting
assembly are not as effective as they could be. Detalled analysis of their
performance has not been made, but they appear to amplify some types of shock
and vibration, rather than reducing It. Before other models of UNISTIK™ are
developed, the design of the shock mounts should be investigated further. A
digital servo system would greatly reduce the packaging problems and possibly
eliminate the need for shock mounting the electronics.

4.4,2 Yehicle Wiring Harness |nterface

The exlsting prototype secondary controis were hard-wire spliced into the
vehicle harness and required extensive testing to verify which wires were to
be connected In each situation. This should be improved in future models, so
that the interface to the existing vehicle wiring harness can be connected
with mating connectors.

4.4,3 Number of Printed Circuit Cards

The existing prototype was fabricated with 17 printed or wire-wrapped circuit
cards. In future systems, thls number can be substantially reduced. With
careful packaging design and by reducling the number of Iinterconnect cables
between boards, the ultimate reliability will be increased. Installation and
troubleshooting time will also be reduced. Digital servos would also reduce
the number of required PC boards,



4.4.4 Number/Length of Interconnection Cables

The number of interconnection cables in the existing prototype is excessive
and can be reduced in future models by the reduction in circuit boards.
Wherever possible, the length of cables carrying heavy currents should be
reduced in length. The servo power amplifiers could be installed under the
dash near the servo motors rather than in the electronic enclosure behind the
driver station. This may be possible only if a digital servo system is used
rather than the present analog design.

4.4.5 i i onen t

The analog servo electronics design inherentiy involves a large number of
components. Because of the low volumes to be fabricated it is not easily
incorporated in custom large scale integrated circuits. The only practical
method to greatly reduce component counts would be fo convert the analog
functions to microprocessor based digital circuits. This would also further
assist in reducing numbers of PC boards and interconnection cabling
requirements, Overall system reliability would be increased by the component

reduction,
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Section 5

CONCLUS IONS

UNISTIK™ operated well under all conditions, even when faults were introduced
in the worst possible situations. The reliability of the system exceeds 99~
1/2 percent between yearly inspections. Drivability was shown to be good
over various terrain and weather conditions,



APPENDIX A
UNISTIK™ SYSTEM
PHASE 11

DRIVING TEST PLAN



1

TABLE OF CONTENTS

INTRODUCTION . . . . . . . .

SYSTEM NORMAL FUNCTIONAL TESTS .

1.1 SYSTEM NORMAL - LOW SPEED TESTS .

N ~—

RIGHT ANGLE PARKING
TURNABOUT. . . . .
PARALLEL PARKING .
SLALOM COURSE. .
EMERGENCY STOP . .
OBSTACLE AVOIDANCE

> w

. .
.

— ot e ek = h -
. .
QO

. -

ACCELERAT |ON/DECELERATION.
STRAIGHT LINE BACKUP

1.2 SYSTEM NORMAL - HIGH SPEED TESTS.

LANE CHANGING. . .

~ EMERGENCY STOP ., .
OBSTACLE AVOIDANCE

VEHICLE FAILURE RESPONSE TESTS

2.1 LOW SPEED VEHICLE FAILURE TESTS

2.1.1 POWER BRAKE LOSS .
2.1.2

2.1.3 FLAT TIRE TESTS. .
UNISTIK™ FAILURE RESPONSE TESTS
3.1 LOW SPEED TESTS .

3.1.1 SLALOM COURSE. . .
3.1.2 DECELERATION . . .
3.1.3 EMERGENCY STOP . .

3.2 HIGH SPEED TESTS. . .
.2.1 LANE MAINTENANCE .

3
3.2.2 LANE CHANGING. . .
3.2.3 DECELERATION , ., .

.

TIRE ON SHOULDER OF ROAD

ACCELERATION/DECELERATION.

POWER STEERING LOSS TEST .

- . . - .

1-1

—
|
—

| R R T R N |
D h s WNN—

\lﬂ LN\{J\.N
wm v oA —

u\lnu
@~ W,



INTRODUCT ION

The purpose of this Test Pian is to outline those tests which will be per-
formed on the UNISTIK™ PREPRODUCTION UNIT (PPU) to determine that the vehicle
and UNISTIK™ System function properly, or at least controllably, under both
normel and abnormal circumstances.

Normal| operation characteristics will first be determined. Then various types
of failures will be introduced, such as failure of power control systems in
the vehicle and the UNISTIK™ System electronics, and simulated as accurately
as possible to determine performance of the combined system under such failure
modes. Both low speed (i.e., less than 35 mph) and high speed (i.e., greater
than 35 mph) tests will be performed.

Tests will be performed only if there are reasonable assurances taken, by
evaluation of earlier test data or similar tests at low speed, that the test
can be performed safely by the test driver and passengers (if present), and
that there is a low probabil ity that any damage might be caused to the vehicle
itself. |If such safety cannot be assured, then a suspect test will not be
performed.

Unless otherwise specified, a video recording of the test will be taken, with
the camera mounted so as to view the driver station, driver, and the view out
of the windshield. Chart recordings, as appropriate for each tfest, will be

taken during each test.

For each normal operation test, the test will be performed first with the
vehicle driven manually., Then the test will be repeated, with the vehicle
driven by the joystick of the UNISTIK™ System, Normally, each manual and
UNISTIK™ test will be repeated three times. Wherever possible, the same
driver will be used for both the manual test and the UNISTIK™ test, For ease
of test scheduling and sefup, a series of manual tests may be run, followed by
a series of UNISTIK™ tests, so that the electronics does not have to be
initiated and shut off so often.

For the Failure Mode testing only joystick controllied operation will be used.

SEE



SECTION 1
SYSTEM NORMAL FUNCTIONAL TESTS

For the System Normal Functional Tests the vehicle and UNISTIK™ systems are to
be operated in a normal manner. The tests run are to test the system under
expected types of driving requirements.

1.1 SYSTEM NORMAL - LOW SPEED TESTS

Tests performed under this heading are to be performed at the Vo-Tech School
parking lof, They are fo be performed at speeds less than 35 mph.

1.1.1 € i eratio
PURPOSE OF TEST

The purpose of this test is to obtain a comparison of how smoothly the vehicle
can be controlled in both manual and joystick (UNISTIK™) modes in the simple
acceleration and deceleration functions.

DESCRIPTION OF TEST

The vehicle is to begin in a stationary position. The vehicle is fo accel-
erate o 25 mph within 150 ft. (first pylon), then maintain the 25 mph speed
until the second pylon is reached (second pylon is 50 ft. beyond the first
pylon). Upon reaching the second pylon, the brakes are to be applied in as
smooth a manner as possible in order to stop the vehicle by the time a third
pylon is reached which is 100 f¥. beyond the second pylon,

MANUAL TEST (1.1.1)

DATA TO BE RECORDED RECORDER CHANNEL
Fore/Aft Acceleration 1
N/C 2
Brake Feedback Potentiometer 3
Vehicle Speed 4

JOYSTICK TEST (1.1.14J)

DATA TO BE RECORDED RECORDER CHANNEL

Fore/Aft Acceleration
Brake/Throttie Joystick Position
Brake Feedback Potentiometer
Yehicle Speed

BN PN -



1.1.2 Straight Line Backup

PURPOSE OF TEST

The purpose of this test is to determine how smoothly the vehicle can be
controlled in the reverse mode with the joystick. The manual mode test will
provide the data to compare with the joystick control.

DESCRIPTION OF TEST

The vehicle is fo be stationary at the beginning of the test. Then the
vehicle is to be accelerated in the reverse direction, in a smooth manner, to
the speed of approximately 10 mph within a distance of 100 ft. (until first
pylon is reached). Then the speed is to be maintained for an additional 50
ft. (until second pylon is reached). Upon reaching the second pylon, & smooth
deceleration is tfo be made to stop the vehicle at a third pylon, which is 50

ft. beyond the second pylon.
MANUAL TEST (1.1.2)

DATA TO BE RECORDED RECORDER CHANNEL
Fore/Aft Acceleration 1
N/C 2
Brake Feedback Potentiometer 3
N/C 4

JOYSTICK TEST (1.1.2J)
DATA TO BE RECORDED RECORDER CHANNEL

Fore/Aft Acceleration
Brake/Throttle Joystick Position
Brake Feedback Potentiometer
Throttie Feedback Potentiometer

BWN —

1.1.3 MMQJ&—EW i

PURPOSE OF TEST

This test is to determine if the joystick control is as capable as the manual
controls fo allow maneuvering of the vehicle info a right angle parking stall.
This test will also show any significant differences in the time required to
do the task manually versus the joystick.

DESCRIPTION OF TEST

The vehicle is to start from a stationary position in an 18 ft,. "roadway". The
vehicle is fo be driven forward and controlled as neccessary to turn right and
park in a 12 ft., wide, 25 ft. long parking area.



MANUAL TEST (1.1.3)

DATA TO BE RECORDED RECORDER CHANNEL
Steering Feedback Potentiometer 1
N/C 2
N/C 3
Brake Feedback Potentiometer 4
JOYSTICK TEST (1.1.3J)
DATA TO BE RECORDED RECORDER CHANNEL
Steering Joystick Position 1
Throttle/Brake Joystick Position 2
Throttle Feedback Potentiometer 3
Brake Feedback Potentiometer 4

1.1.4 Turpabout
PURPOSE OF TEST

The purpose of this test is to determine how similariy the joystick system can
be controlled o the manual control. This test is to be a series of tight
steering and braking maneuvers to accomplish the turnabout.

DESCRIPTION OF TEST

The vehicle is initially fo be in a stationary position at the right side of a
25 ft. wide roadway. The vehicle is to be driven forward, furning a "hard"
left, stopping, backing while furning a "hard" right, stopping, furning a
"hard" left again as driving forward, to end up with the vehicle traveling in
the opposite direction. This maneuver must be accomplished with the vehicie
remaining within the 25 ft. wide roadway.

MANUAL TEST (1.1.4)

DATA TO BE RECORDED RECORDER CHANNEL
Steering Feedback Potentiometer 1
N/C 2
N/C 3
Brake Feedback Potentiometer 4
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JOYSTICK TEST (1.1.4J)

DATA TO BE RECORDED RECORDER CHANNEL

Steering Joystick Position
Throttle/Brake Joystick Position
Throttle Feedback Potentiometer
Brake Feedback Potentiometer

BWN -

1.1.5 Paralle| Parking

PURPOSE OF TEST

The purpose of this test is to further evaluate the performance of the joy-
stick control in comparison to the manual control of the vehicle during tight

maneuver ing situations, such as parallel parking.
DESCRIPTION OF TEST

The vehicle is initially to be in a stationary position in front of (i.e., the
parking stall behind the vehicle) a parallel parking stall of dimensions 8 fft.
wide and 25 ft. long. The vehicie is to be backed up and controlled so as fo
put the vehicle in the parking stall in a normal parailel parking manner.

MANUAL TEST (1.1.5)
DATA TO BE RECORDED RECORDER CHANNEL

Steering Feedback Potentiometer
Throttie/Brake Joystick Position
Throttle Feedback Potentiometer
Brake Feedback Potentiometer

BN -

JOYSTICK TEST (1.1.5J)

DATA TO BE RECORDED RECORDER CHANNEL

Steering Joystick Position
Throttie/Brake Joystick Position
Throttie Feedback Potentiometer
Brake Feedback Potentiometer

AN N —

1.1.6 Staiom Course
PURPOSE OF TEST

The purpose of this test is to determine how the vehicle performs under hard

steering maneuvers while driving forward. As usual, the reference of compari-
son is the manual mode of driving, which is to be compared to that of the
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Joystick control. Of special interest for this fest is to compare the speed
with which the vehicle can be turned from hard left fto hard right turns. Also
of inferest is the speed at which the vehicle can negotiate the course.

DESCRIPTION OF TEST

The course consists of 5 pylons set up in a line with a spacing of 50 ff,
between each pylon. The vehicle is to begin at the end of the line of pylons,
with the first pylon in front of and to the left of the vehicle. The first
pylon is approximately 15 ft. in front of the vehicle. The vehicle is fTo be
accelerated as rapidly as possibie, turned between the first ftwo pylons, back
through the second and third, etfc. until exiting from the course at the end of
the line of pylons.

MANUAL TEST (1.1.6)

DATA TO BE RECORDED RECORDER CHANNEL

Steering Feedback Potentiometer
Side/Side Acceleration

Fore/Aft Acceleration

Vehicle Speed

BN N —

JOYSTICK TEST (1.1.64J)

DATA TO BE RECORDED RECORDER CHANNEL

Steering Feedback Potentiometer
Side/Side Acceleration

Steering Joystick Position
Vehicle Speed

BWN —

1.1.7 Emergency Stop
PURPQSE OF TEST

The purpose of this test is to determine how the system and the vehicle behave
under rapid stopping maneuvers, It is also of interest how controilable the
vehicle is under such maneuvers.

DESCRIPTION OF TEST

The vehicle is initially to be stationary. The vehicle is then to be accel-
erated in a straight line to a speed of 30 mph. Then the brakes are applied,
"hard" on, so as to stop the vehicle as fast as possible. Control of the
vehicle's direction of travel is to be attempted as the vehicle is stopped.
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MANUAL TEST (1.1.7)

DATA TO BE RECORDED RECORDER CHANNEL
N/C 1
Brake Feedback Potentiometer 2
Fore/Aft Acceleration 3
Vehicle speed 4

JOYSTICK TEST (1.1.7J)

DATA RECOR RECORDER CHANNE]

Throttle/Brake Joystick Position
Brake Feedback Potentiometer
Fore/Aft Acceleration

Vehicle Speed

BN —

1.1.8 Obstacle Avoidance
PURPOSE OF TEST

The purpose of this test is to test the response and controllability of the
vehicle when manual and joystick controls are used to perform emergency eva-
sive maneuvers while the vehicle is moving. This particular test is to be
performed at the rather |ow speed of 25 mph to initially get a feel for the
vehicle responses. ~

DESCRIPTION OF TEST

For this test, two parallel, 12 ft., wide lanes are to be used. A marker pylon
is to be placed between the two lanes at the entry to the maneuver area. 50
ft. beyond this pylon, a barrier of pylons is to be placed across the right
lane, (i.e., the normal driving lane). 60 ft. beyond this barrier, a similar
barrier is to be placed across the left lane.

During the test, the vehicle is to be accelerated in the right lane, toward
the first barrier. A speed of 25 mph is to be achieved before reaching the
first pylon marker. Upon reaching this pylon, the vehicle is to be maneuvered
by braking and furning to the left as neccessary, to avoid the barrier in the
right lane. Then tThe vehicle is to be rapidly turned again to the right to
avoid the barrier in the left lane. The vehicle is to end up driving straight
ahead in the right lane at the end of the test area.



MANUAL TEST (1.1.8)

DATA TO BE RECORDED RECORDER CHANNEL

Steering Feedback Potentiometer 1
Side/Side Acceleration 2
Brake Feedback Potentiometer 3
Fore/Aft Acceleration 4

JOYSTICK TEST (1.1.84)

DATA TO BE RECORDED RECORDER CHANNEL

Steering Feedback Potentiometfer
Side/Side Acceleration

Brake Feedback Pctentiometer
Fore/Aft Acceleration

BN N—

1.2 SYSTEM NORMAL - HIGH SPEED TESTS

These tests are fo test the normal functional performance of the vehicle and
UNISTIK™ system under driving conditions at speeds above 35 mph and up to 55
mph.,

1.2.1 Acceleration/Deceleration
PURPOSE OF TEST

The purpose of this test is fo verify fthe basic system performance in higher
speed tests. One of the prime objectives is o see that the switching from
high gain steering at low speeds to low gain steering at higher speeds occurs
properly. This test is to be a preliminary test for those which follow. It
also allows for the driver to become familiar with the joystick control at
higher speeds.

DESCRIPTION OF TEST

A straight road with very little or no traffic is to be used for this test.
The vehicle is initially fo be stationary for this test. The vehicle is to be
accelerated in a normal fashion, siowly, toward 55 mph. As the speed in-
creases, the driver is to feel the controls fo be sure he is in control of the
vehicle. The point at which the steering gain decreases is to be observed.
The amount of control necessary for the vehicle to remain in its lane is to be
evaluated also. Once the vehicle has traveled some distance at 55 mph, then
the vehicle should be decelerated smoothly to a stop. The manual portion of
this test is only to give a comparison between how the controls are used in
the two driving modes.



MANUAL TEST (1.2.1)

DATA TO BE RECORDED RECORDER CHANNEL

Steering Feedback Potentiometer

1
Fore/Aft Acceleration 2
Side/Side Acceleration 3
Yehicle Speed 4
JOYSTICK TEST (1.2.1J)
DATA TO BE RECORDED RECORDER CHANNEL

(Same as for Manual Test)

1.2.2 ane Changin
PURPOSE OF TEST

This test is to begin evaluating the response of the vehicle and UNISTIK™
System when turning at higher speeds. Again, the manual test is to acquire
data to compare with the joystick test. |1 is also the purpose of this test
to get a better feel of the differences in controllability which may or may
not occur between the high gain, low speed mode and the low gain, high speed
mode on the steering servo |oop.

DESCRIPTION OF TEST

This test is foutilize a straight section of |ittle-traveled roadway. The
vehicle is initially to be stationary. The vehicle is to be accelerated
smoothly to approximately 30 mph then the vehicle Is to be steered gently to
the left lane (similar fo when passing another vehicle). The vehicle is fTo be
maintained in the left lane for a few moments, until stabil ized control is
achieved, then the vehicle is to be steered back into the right lane again.
As travel continues, the speed is then to be increased to approximately 40 mph
and the lane change maneuver repeated. Finally, the speed is to be increased
to 55 mph and the lane change repeated again. The vehicle is then to be
smoothly stopped.

MANUAL TEST (1.2.2)

DATA TO BE RECORDED RECORDER CHANNEL
Steering Feedback Potentiometer 1
N/C 2
Side/Side Acceleration 3
Vehicle Speed 4
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JOYSTICK TEST (1.2.24)

DATA TO BE RECORDED RECORDER CHANNEL

Steering Feedback Potentiometer
Steering Joystick Position
Side/Side Acceleration

VYehicle Speed

BN —

1.2.3 Tire On Shoulder Of Road

PURPOSE OF TEST

This test is to begin verifying the ability of the vehicle to be controiled
under abnormal driving condiftions. The main purpose is to test the ability of
the vehicle to be controlied by the joystick in comparison to being driven
manually. A tire on the shoulder of the road is the mildest form cf an
abnormal condition,

DESCRIPTION OF TEST

This test is to be performed on a | ittle-used roadway which is straight and
two lanes wide. The vehicle is initially to be in the right, or normal iane,
and stationary. The vehicle is to be accelerated smoothly to approximately 30
mph, then turned gently to the right so that the right side vehicle tires
leave the pavement and travel on the shoulder of the road, and then the
vehicle is to be gently steered back to the jeft in order to return the
vehicle to the center of the normal, or right-hand, driving lane. The vehicle
is fo be accelerated to approximately 40 mph and the movement repeated. Then
the vehicle is to be accelerated to approximately 55 mph and the movement
repeated once again. After this last movement, the vehicle is to be brought
To a gentie stop.

MANUAL TEST (1.2.3)

DATA TO BE RECORDED RECORDER CHANNEL

Steering Feedback Potentiometer
N/C

Side/Side Acceleration

Vehicle Speed

H NN —

JOYSTICK TEST (1.2.3J)

DATA TO BE RECORDED RECORDER CHANNEL

Steering Feedback Potentiometer
Steering Joystick Position
Side/Side Acceleration

Yehicle Speed

BN N —
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1.2.4 Emergency Stop

PURPOSE OF TEST

This test is to verify that emergency stopping is also possible at higher
speeds as it is at lower speeds. It is also fo verify that vehicle control
can be maintained during stopping maneuvers at high speed. The manual test is
to be used in comparison to the joystick control results.

DESCRIPTION OF TEST

The test is to be performed on a |itftle-used two lane roadway. The vehicle is
initially to be stationary. The vehicle is to be accelerated to approximately
40 mph then the brake is to be applied "hard" for the fastest stop possibie.
Control of the vehicle is To be mainfained in the initial direction of travel
as far as possible, After The stop, the vehicle is to be accelerated again to
approximately 55 mph and the rapid stop procedure followed once again.

MANUAL TEST (1.2.4)

DATA TO BE_RECORDED RECORDER CHANNEL

Steering Feedback Potentiometer
Brake Feedback Potentiometer
Fore/Aft Acceleration

VYehicle Speed

PAUN —

JOYSTICK TEST (1.2.4J)
DATA TO BE RECORDED RECORDER CHANNEL

(Same data as for manual test)

1.2.5 e ojdance
PURPOSE OF TEST

The purpose of this test is to find out how controllable the vehicle is under
severe maneuver conditions at higher speeds. The manual control mode will be
used as a reference to determine how safely such maneuvers can be made while

testing the joystick control.
DESCRIPTION OF TEST

This test is to be run with the same pylon configuration as in the low speed
obstacle avoidance test, except that the pylons are both separated by 60 ft.
This test must be run on a |ittle-used roadway or other location. Various runs
through the course will be made at ever increasing speed in the manual control
mode to determine the maximum speed at which this test should be performed



-

within either the manual or joystick control mode. [t is hoped that the test
can be performed at a minimum ¢f 40 mph, if not higher. Three tests of this
course might not be taken, depending on the safety concern,

MANUAL TEST (1.2.5)

DATA TO BE RECORDED RECORDER CHANNEL

Steering Feedback Potentiometer
Brake Feedback Potentiometer
Side/Side Acceleration

Vehicle Speed

S WN —

JOYSTICK TEST (1.2.5J)

DATA TQ BE RECORDED RECORDER CHANNEL

(Same as for manual mode test)
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SECTION 2
VEHICLE FAILURE RESPONSE TESTS

The purpose of these tests is to simulate three major types of vehicle faii|-
ure, namely loss of power steering, loss of power brakes, and a flat tire, and
Tfo test how the UNISTIK™ System functions and is able to confrol the vehicle
under these abnormal conditions. These tests will also evaluate how the
driver must react differently, if at all, to maintain control under such
failure conditions.

2.1 LOW SPEED VEHICLE FAILURE TESTS

These tests are to bpe performed at less than 35 mph and are to be done at the
Vo-Tech parking lot. The results of these low speed tests are 1o determine if

any high speed vehicle failure tests are to be performed. |f proper vehicle

control cannot be maintained at the low speeds, then high speed tests will not
be run. High speed tests will be run only if confroliability questions cannot
be answered by the |ow speed test results. Specific high speed tests will| be

selected, as required by the performance questions unanswered by the low speed
tests.

damage which could result to the vehicle, such as overheating of the engine
due to the removal of the be|+ which drives the power steering pump and also
the water pump.

2.1.1 Power Brake Loss

To simulate the loss of power brakes, the vacuum hose which drives the power
brake diaphragm is to be removed from the power brake diaphragm and plugged.
Then the following tests are to be per formed.

2.1.1.1 Acceleration/Deceleration

PURPOSE OF TEST
This test is to verify whether or not the vehicie can safely be brought to a
stop by the brake servo system of UNISTIK™ when the brake system of the
vehicle has no power assist.

DESCRIPTION OF TEST

The test is to be performed In exactiy the same manner as Test 1.1.1J, with
the same test data to be recorded. Only the Joystick Mode will be tested.



2.1.1.2 Emergency Stop

PURPOSE OF TEST

The purpose of this ftest is to see if the stopping effectiveness of the
vehicle is impaired when the UNISTIK™ System is used to perform an emergency
stop via the joystick, with the power brake power assist disconnected. This
test is to be performed only if the resuits of the previous test (i.e.,
2.1.1.1) have indicated that the vehicle does stop without power assist when
the UNISTIK™ System is operating.

DESCRIPTION OF TEST

This test is to be performed in an identical manner to Test 1.1.7J, with the
same data collected, as is defined for Test 1.1.7J.

2.1.2 Power Steering Loss Test

The Power Steering Loss will be effected by removing the power steering pump
and water pump drive belt from the engine of the vehicle. CAUTION - the
vehicle engine can only be operated for a minute or two once this belt has
been removed. The engine temperature gauge must be watched closely, and when
the temperature reaches near the boiling temperature, the engine must be
turned off, regardless of the status of the test.

2.1.2.1 Slalom Course
PURPOSE OF TEST

The purpose of this test is to evaluate the ability of the UNISTIK™ System to
steer the vehicle if the power steering assist is lost.

DESCRIPTION OF TEST

This test is to use the same sialom course as described in Test 1.1.6. The
vehicle is initially to be positioned in the starting position for the course
with the engine off and the UNISTIK™ System off. The power steering belt is
to be removed from the engine, as mentioned above. The UNISTIK™ System is to
be activated, then the video and chart recorders are to be turned on for
recording the test. Finally, the vehicle engine is to be started and the
vehicle is to immediately be driven through the course, as described in Test
1.1.6J. Once the course has been completed, the vehicle engine is to be
turned off immediately and the video and chart recorders are to be furned off.
The power steering pump belt is then to be reinstalled.

The test data to be collected in this test are to be identical to that of Test
1.1.6J.

2=-2



2.1.3 Flat Tire Tests

These tests are to be performed to evaluate the vehicle controllability via
UNISTIK™, with a flat front tire. The air is to be removed from the right
front tire once the vehicle is in position for the respective tests. Movement
of the vehicle while the tire is flat is to be minimized, to prevent undue
damage fo the tire. Once the tests are complete, the spare tTire is to be
mounted to replace the flat one.

2.1.3.1 Acceleration/Deceleration
PURPOSE OF TEST

This test is to evaluate the confrollability of the vehicle via UNISTIK™, with
the flat front fire, in simple acceleration and deceleration situations, prior
to more extensive maneuvers.

DESCRIPTION OF TEST

The test is to be performed exactiy as Test 1.1.1J., with the same data re-
corded. Only one test run will be made, as is the case with the ear|ier
described vehicle failure tests.

2.1.3.2 Slalom Course
PURPOSE OF TEST

This test is to check on the controllability of the vehicle vie the joystick,
when the extensive turning maneuvers of the slalom course are attempted to be
negotiated.

DESCRIPTION OF TEST

The test is to be performed the same as Test 1.1.6J, with the same data
recorded,



SECTION 3
UNISTIK™ FAILURE RESPONSE TESTS

This series of fests is to determine how well the UNISTIK™ System will detect
various categories of failures within the steering and brake servo systems and
automatically switch to the secondary or backup system after such a failure
has been detected. These tests are also to determine the vehicle controi-
lebility during such failures and switchover procedures. Both low and high
speed tests are to be performed in this series.

3.1 LOW SPEED TESTS

The low speed tests are to be performed first in order to evaluate the system
failure effects on vehicle controllability at safe as possible speeds. These
tests are to be conducted at the same location, i.e., the VYo-Tech parking lot,
a@s all previous low speed tests. The tests are to focus on turning and
stopping functions, since these are the functions involved with the redundant
steering and braking systems. The low speed tests are to be performed at less
than 35 mph,

3.1.1 slalom Course
PURPOSE OF TEST

These tests are to verify that the vehicle will maintain proper steering
control under hard steering maneuvers, during a failure and switchover of the
UNISTIK™ System from the primary to the secondary steering servo system. Six~
teen separate failures are to be simulated during the sialom course tests.
These are to be indicated by separate sub-test numbers below. The same course
is to be followed for all slalom tests.

DESCRIPTION OF TESTS

The course for the slalom course tests with UNISTIK™ System failures is to be
identical to that described in Test 1.1.6J. The tests are to be run with the
UNISTIK™ System operational at the beginning of each test. For each form of
failure to be simulated, prior to the actual test run, a method to implement
the fallure by switch closure or other simple method is to be installed into
the UNISTIK™ System. This failure mechanism is to be tested to ensure it
performs its intended function. The vehicle Is to be positioned at the start
of the course, as was done in Test 1.1.6J, the system is to be initiated,
chart and video recorders are to be started, and the course is to be run as
described in Test 1.1.6J. During the middle (approximately) of the course
run, the "fault" is to be initiated by fthe test control person in the vehicle.
The driver is to attempt to maintain his planned course, and keep the vehicle
under control during the failure sensing and swifchover process.
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The sixteen different test "faults" are described below. The test data to be
recorded during each test will be the same and is |listed following the indivi-
dual test descriptions.

3.1.1.1 Steering Power Amplifier Power Loss

The loss of power to the steering power amplifier is to be simulated by
removal of the fuse which provides power to the primary steering power ampli-
fier. An aiternate method which could be used and allow for remote (i.e.,
from the passenger seat) triggering of the fault would be to install a switch
in place of the fuse. This switch would be attached to the power amplifier
via a cable which would reach to the passenger seat area and allow for trig-
gering the fault as desired.

3.1.1.2 Steering Power Amplifier Command Failure

There are several voltage levels the steering power amplifier command signal
could "freeze" at if a total failure of this signal was to occur. For these
tests, a switch is To be installed in the steering power amplifier command
signal line where it exits the low level analog circuit card. This switch is
to be wired remote, reachable from the passenger seat. The "normal" position
of the switch will allow the signal to operate the power amplifier as the
system was designed to do. In the "fault" position, the switch will discon-
nect the amplifier command signal from the low level electronics and connect
the amplifier command to a fixed voltage level. Several different voltage
levels are to be used during this test series: 5V, 3V, 7V, 0V, and 12V. A
separate run through the course is to be made for each one of the above |isted
"fault" voltages replacing the proper command signal when the "fault" switch
is activated during the run of the course. The test numbers are to be desig-
nated as follows: 5V = 3.1.1.2a, 3V = 3.1.1.2b, 7V = 3.,1.1.2¢c, OV = 3.1.1.2d,
12V = 3.1.1.2e.

3.1.1.3 Steering Power Amplifier Command Offset Voltage Failure

This test is similar to 3.1.1.2, in that an error in the power amplifier
command signal is fo be simulated. In this case, however, an offset voltage
is to be summed into one of the operational amplifiers in the low level analog
circuit of the steering servo electronics, instead of switching tfo a separate
voltage entirely. A low level of offset voltage is to be used, such that the
microprocessor is just capable of detecting it. This voltage should be ap-
proximately 100 to 200 mv in level, i.e., equivalent to approximately 5% to
10 of the full joystick signal level. This error voltage is to be summed
into the circuit by activating a switch at the desired time during the course
run,



3.1.1.4 Steering Joystick Signal Failure

For these tests, the signal from the primary steering joystick potentiometer
is o be disrupted via @ switch installed where this signal enters the low
level steering circuit card. Three types of failure in this voltage signal
are to be simulated. The correct signal is to be replaced by the following
signals and separate fest runs are to be made while activating each voltage
fault. The three "fault" signals to be used are: 0V, 12V, and an open circuit.
The test number designations are to be as follows: 0V = 3.1.1.4a2, 12V =
3.1.1.4b, Open Circuit = 3.1.1.4c.

3.1.1.5 Steering Feedback Signal Failure

These tests are fo be identical to Test 3.1.1.4 except that the "fault" is to
be inserted in the steering feedback signal rather than the steering joystick
signal. The same "fault" signals of 0V, 12V, and an open circuit are to be
inserted for the three test runs. The test number designations are to be as
follows: 0OV = 3.1.1.5a, 12V = 3.1.1.5b, Open Circuit = 3.1.1.5¢c.

3.1.1.6 Tachometer Signal Failure

For this test, a switch is to be inserted in the signal line where the tachom-
eter signal enters the low level steering card. When the "fault" signal is
activated during the course run, the proper tachometer signal is to be re-
placed by an open circuif.

3.1.1.7 Microprocessor Watchdog Failure
This test will not affect a particular servo system, such as the steering
servo, but will check out what happens to the system in general, when the

microprocessor detects the watchdog signal failure. The system should just
place a message fto that effect on the message display, and not affect any of
the operational system. This failure is to be implemented by inserting a
switch in the signal |ine for the watchdog circuit, on the microprocessor
card. When the "fault" is switched in, during a slalom course run, the
watchdog signal will be lost, and the microprocessor should detect this and
activate the proper message.

DATA TO BE RECORDED RECORDER CHANNEL

Steering Joystick Position
Steering Feedback Potentiometer
Steering Amp Command

Side/Side Acceleration

PHUWN —

3=3



3.1.2 Deceleration
PURPOSE OF TEST

This series of fests is to evaluate the effects of various tTypes of UNISTIK™
failures upon the brake servo system. Of particular importance are the
changes in stopping distance required if a system failure is experienced
during a normal deceleration maneuver.

DESCRIPTION OF TEST

These tests are to be performed with the same pylon layout and driving pattern
as Test 1.1.1J. During the deceleration phase of the run a "fauit" is To be
activated, according to one of those which are described below, and the resul-
ting effect on vehicle performance is to be recorded. Chart recorder data
identical to Test 1.1.1J are to be recorded. The following paragraphs de-
scribe the "faults" or failures which are to be simulated during these Decel-
eration Tests,

3.1.2.1 Brake Power Amplifier Power Loss

The loss of power to the brake power amplifier is to be simulated by removal
of the fuse which provides power to the primary brake power amplifier. An
alternate method which could be used and allow for remote (i.e., from the
passenger seat) triggering of the fault would be to install a switch in place
of the fuse, This switch would be attached to the power amplifier via a cable
which would reach to the passenger seat area and allow for triggering the
fault as desired.

3.1.2.2 Brake Power Amplifier Command Failure

There are several voltage levels the brake power amplifier command signal
could "freeze" at if a total failure of this signal was to occur. For this
test, a swifch is to be installed in the brake power amplifier command signal
line where it exits the low level analog circuit card. This switch is to be
wired remote, reachable from the passenger seat. The "normai" position of the
switch will allow the signal to operate the power amplifier as the system was
designed to do. In the "faultY position, the switch will disconnect the
amplifier command signal from the low level electronics and connect the ampl i-
fier command to a fixed voitage level. Several different voltage levels are
to be used during this test series: 5V, 3V, 7V, 0V, and 12V. A separate run
through the course is to be made for each of the |isted "fault" voltages
replacing the proper command signal when the "fault" switch is activated
during the run of the course. The test number designations are to be as
follows: 5V = 3.1.2.2a, 3V = 3.1.2.2b, 7V = 3.1.2.2c, OV = 3.1.2.2d, 12V =
3.1.2.2e.
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3.1.2.3 Brake/Throttle Joystick Signal Failure

For these tests, the signal from the brake/throttie Joystick potentiometer is
to be disrupted via a switch installed where this signal enters the low level
brake circuitf card. Three ftypes of failure in this voltage signal are to be
simulated. The correct signal is to be replaced by the following signais and
separate fest runs made while activating each voltage fault. The three "fault"
signals fo be used are: 0V, 12V, and an open circuit. Test number designa-
tions are to be as follows: 0V = 3.1.2,3a, 12V = 3.1.2.3b, Open Circuit =
3.1.2.3c,

3.1.3 Emergency Stop

PURPOSE OF TEST

The purpose of these tests is to establish how the vehicle performs and how
controllable it is when certain UNISTIK™ failures occur during emergency stop-
ping maneuvers.

DESCRIPTION OF TEST

These tests are to be performed in the same manner as Test 1.1.7J. During the
stopping maneuver, the "fault" is to be switched in, and the resulting effects
on the vehicle performance and maneuverabil ity are to be recorded.

The faults which will be implemented are to be identical to those in Test
3.1.2. The data to be recorded is also to be identical to that in Test 3.1.2.
The test number designations are to use similar number and letter sequences as
those of Test 3.1.2 except 3.1.3 is to be substituted.

3.2 HIGH SPEED TESTS

These tests will be performed if the low speed tests are successful in show ing
that the vehicle remains controllable during UNISTIK™ failures at low speeds.
The high speed tests will give an indication of what can be expected in the

way of vehicle movements and reactions during such failures, while normal
driving maneuvers at higher speeds are being executed.

3.2.1 Lane Maintenance
PURPOSE OF TEST

The purpose of these tests is to verify that the vehicle is controllable
under conditions of UNISTIK™ failures at higher speeds. This initial series
of high speed tests are to evaluate steering system failures, with vehicle
traveling along a straight road. These fests are fo be a preliminary test for

those which foliow.
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DESCRIPTION OF TEST

A straight road with no traffic or a long paved area such as an airport runway
is to be used for these tests., The tests are to be repeated for each failure
simulation which is described below. Also, the fests are to be performed
twice, once at 40 mph and the second time at 55 mph.

The vehicle is initially to be stationary for this fesfT. The vehicle is fTo be
accelerated in a normal fashion toward the desired speed (i.e., 40 mph or 55
mph). As the speed reaches the desired rate, then the "fault" to be tested
is to be activated. The driver is to atfempt fo maintain control of The
vehicle and continue at the same speed and direction as prior fo the "fault".
The amount of control neccessary for the vehicie to remain in its lane is to
be evaluated also. Once the vehicle has traveled some distance after fThe
"fault" then the vehicie is to be decelerated smoofhly to a stop.

DATA TO BE RECORDED RECORDER CHANNEL

Steering Joystick Position 1
Steering Feedback Potentiometer 2
Side/Side Acceleration 3
Vehicle Speed 4

3.2.1.1 Steering Power Amplifier Power Loss

The loss of power to the steering power amplifier is fo be simulated by
removal of the fuse which provides power to the primary steering power ampl i=
fier. The alternate method would be fo install a switch in place of the fuse,
as in Test 3.1.1.1. The test number for the 40 mph test is to be 3.2.1.1a and
for 55 mph is to be 3.2.1.1b.

3.2.1.2 Steering Power Amplifier Command Failure

A method identical fo Test 3.1.1.2 is to be used To simulate the various
"faul " voltages the steering power ampl ifier could go To. The voltages To be
used are: 5V, 3V, 7V, OV, and 12V. A separate run through the course is to be
made for each one of the above | isted "fault" voltages replacing the proper
command signal when the "fault" switch is activated during the run of the
course. Test number designations are to be as follows: 5V = 3.2.1.2a, 3V =
3.2.1.2b, 7V = 3.2.1.2¢c, OV = 3.2.1.2d, 12V = 3.2.1.2e for 40 mph; and for 55
mph the test numbers are fo be 3.2.1.2f through j respectively.

3.2.1.3 Steering Power Amplifier Command Offset Voltage Failure

These tests are similar to 3.2.1.2, in that an error in the power amplifier
command signal is to be simulated. in this case, however, an offset voltage
is to be summed into one of the operational amplifiers as is to be done in
Test 3.1.1.3. This voltage should be approximately 100 to 200 mv in level,
i.e., equivalent to approximately 5¢ to 10% of the full joysTick signal level.,
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This error voltage is to be summed into the circuit by activating a switch at
the desired time during the course run. Test number designations are to be
3.2.1.3a for 40 mph and 3.2.1.3b for 55 mph tests,

3.2.1.4 Steering Joystick Signal Failure

For these tests, the signal from the primary steering joystick potentiometer
is To be disrupted via a switch installed where this signal enters the |ow
level steering circuit card. Three types of failure in this voltage signal
are to be simulated. The correct signal is to be replaced by The following
signals and separate test runs made while activating each voltage fault, The
three "fauylt" signals to be used are: 0V, 12V, and an open circuit. The
failures are to be simulated in an identical manner as in Test 3.1.1.4.  Test
number designations are to be as follows: for 40 mph, OV = 3.2.1.4a, 12V =
3.2.1.4b, and Open Circuit = 3.2.1.4¢c; for 55 mph, 0V = 3.2.1.4d, 12V =
3.2.1.4e, and Open Circuit = 3.2.1.4f1,

3.2.1.5 Steer ing Feedback Signal Failure

These tests are to be identical to Test 3.2.1.4 above except that the "faylt"
is to be inserted in the steering feedback signal rather than the steering
Joystick signal. The same "fau|t" signals of 0V, 12V, and an open circuit are
to be inserted for the three test runs at each speed. Test number designa-
tions are to be as follows: at 40 mph, OV = 3.2.1.5a, 12V = 3.2.1.5b, and Open
Circuit = 3.2.1.5¢c; at 55 mph, 0V = 3.2.1.5d, 12V = 3.2.1.5e, and Open Circuit
= 3.2.1.5f,

3.2.1.6 Tachometer Signal Failure

For these tests, a switch is to be inserted in the signal |ine where the
tachometer signal enters the |ow level steering card. When the "fauit" signal
Is activated during the course run, the proper tachometer signal Is to be
replaced by an open circuit, Test number designations are to be as follows:
at 40 mph = 3.2.1.6a, at 55 mph = 3.2.1.6b.

3.2.2 Lane Changing

PURPOSE OF TEST

These tests are to evaluate the response of the vehicle and UNISTIK™ System
when turning at higher speeds, during which the UNISTIK™ System fails.

DESCRIPTION OF TEST

These tests are to use a location similar to that of Test 3.2.1. The tests

are to be performed at both 40 mph and 55 mph. At each speed, each "fault" is
to be tested in a separate run at that speed. The vehicle is initially to be
stationary. The vehicle is to be accelerated smoothly to the test speed, then
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the vehicle is fto be steered gentiy to the left lane (similar to when passing
another vehicle). The vehicle is to be maintained in the left lane for a few
moments, until stabilized control is achieved, then the vehicle is to be
sTeered back into the right lane. Then the vehicle is to be smoothly stopped.
During the turning or lane change maneuver, the "fault" is to be activated.
The faults fo be tested will be identical to those of Test 3.2.1. Similar

test number |etters apply to these tests as to the tests described in Test
3.2.1.

DATA TO BE RECORDED RECORDER CHANNEL

Steering Feedback Potentiometer
Steering Joystick Position
Side/Side Acceleration

Yehicle Speed

SN —

3.2.3 Deceleration
PURPOSE OF TEST

This series of tests is to evaluate the effects of various Types of UNISTIK™
failures upon the brake servo system at the higher speeds. Of particular
importance will be the changes in stopping distance required if a system
failure is experienced during a normal deceleration maneuver.

DESCRIPTION OF TEST

This test is fo be performed at the same location as that of Tests 3.2.1 and
3.2.2. Two speeds (40 mph and 55 mph) are to be used for the tests. The
vehicle is to be smoothly accelerated from a stationary position to the
desired speed for the particular test, then the vehicle is to be smoothly
decelerated back to a stopped position. During the deceleration phase of the
run, a "fault" is to be activated, according to one of those which are de-
scribed in Tests 3.1.2, and the resulting effect on vehicle performance is to
be recorded. The "faults" or failures which are to be simulated during
these deceleration tests will be identical to those for Test 3.1.2. Test
number designations are to be similar to those of 3.1.2 for the 40 mph tests,
and the 55 mph test designations being a continuation of the letter designa-
Tions in each case.

DATA TO BE RECORDED RECORDER CHANNEL

Brake/Throttie Joystick Position
Brake Feedback Potentiometer
Brake Amplifier Input

Fore/Aft Acceleration

NN
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Section 1

INTRODUCT | ON

The major primary system components of the UN|STIK™ system are the steering,
brake, throttle, and transmission servo loops. These are the basic elements
controlling the vehicle, These servo loops are very similar to one another,
It has been decideg that the steering servo system will be the main system
tested, as being representative of the other servo loops. It is also one of
the most complicated servo loops, and has the highest component count.

be bench tested for extended periods at high temperature, using generated
signal inputs and a passive load on the power amplifier,

The servo mechanical mechanisms, including motor, gearing, feedback potenti-~
ometers, etc, will pe tested by extensive cycling within the vehicle itself,
while set up in the laboratory. The brake Servo will be cycled in the same
tashion, to accelerate any possibile wear on this system. These mechanical
tests will be at room temperature,

Test data will be recorded during all tests at intervals so any changes with
time will be detected. A chart recorder or computer memory will be used to
record the test data,

The following sections describe the tests in mere detail,



Section 2
STEERING/BRAKE MECHANICAL LIFE TEST
2.1 PURPOSE OF TEST

The purpose of this test is to exercise the steering and brake servo mechani-
cal systems while in the vehicle so the mechanical loading is as close to the
actual operating loads seen by the system as is practical to achieve. There
will be some differences, however, as the power steering and power brake boost
systems of the vehicle will not be activated. The microprocessor unit (MPU)
in tThe UNISTIK™ will be programmed to exercise the systems continuously for an
extended period fo put as much usage on the mechanical components as would
normally occur in 10 years of actual use. This extensive use will allow
determination of what components may be prone to failure or wear during such a
usage period, and when preventive maintenance and inspections should be per-
formed on These mechanical systems,

2.2 DESCRIPTION OF TEST

The van with the UNISTIK™ system installied will be set up in the laboratory.
The front end will be jacked up so that most vehicle load (not all) is off the
front tires. The front tire loading will be adjusted until the steering force

required is similar to when the vehicle is normally operated with power steer-
ing activated.

The brake servo system will not be adjusted in any way fo correct for the lack
of power brake assistance normally available from the engine vacuum. This
will place a possibly higher load on the brake servo system, but since tThe

brake servo is a force servo anyway, this should not significantly effect the
forces involved on the brake servo during the tfest.

The MPU in UNISTIK™ will be programmed fo function continuously in a mode,
similar to testing the UNISTIK™ during start up procedures. The computer will
be programmed to provide the following functions, in the order shown and for
the time periods indicated below:

No. Eunction Megnitude Jime held

1 Steering 7 Volts 5 Seconds

2 Brake 7 Volts 5 Seconds

3 Brake 5 Volts 15 Seconds

(During functions 1,4&5)

4 Steering 3 Volts 5 Seconds

5 Steering 5 Volts 5 Seconds
This sequence will be repeated continuously while the test is in process. The
test will be run from 8 a.m. Monday morning until 5 p.m. Friday afternoon for

two consecutive weeks, if a malfunction does not cause premature test termina-
Tion.



The above described test sequence will arive the steering wheel from center to
extreme right, then back to center, brake to full brake force then back to
neutral position, steering to full left position, then back through center to
extreme right position again as the cycle repeats.

During the test operation, the MPU will monitor system steering and brake
reaction to the test signals in a manner similar to the start up procedure.
Ilf an out-of-tolerance response is measured, the test will be automatical ly
terminated and an error message stored in battery backed RAM memory as to the
cause of the test tTermination. The MPU should also monitor heat sink Tempera-
tures for both steering and brake power amp and terminate the test if exces-
sive temperature is sensed.

2.3 DATA TO BE RECORDED

Once each hour, the following data is to be recorded by the MPU and stored in
the battery backed RAM memory for later refrieval, analysis, and archiving.

Number
[est Cycle Data Point Points/Cycle
Steering 7 Volts Position Feedback 10
Steering 7 Volts Tach Feedback 10
Steering 7 Volts Amp Command 10
Steering 7 Volits Amp Current 10
Steering 7 Yolts Steering Heat Sink Temp 1
Brake 7 Volts Amp Command 10
Brake 7 Volfts Amp Current 10
Brake 7 Volts Brake Heat Sink Temp 1
Brake 5 Volts Amp Current 10
Steering 3 Volts Position Feedback 10
Steering 3 Volts Tach Feedback 10
Steering 3 Volts Amp Command 10
Steering 3 Volts Amp Current 10
Steering 5 Volts Position Feedback 10
Steering 5 Volts Tach Feedback 10
Steering 5 Volts Amp Command 10
Steering 5 Volts Amp Current 10
The 10 samples of each data point will be equally spaced over the 5 second

inferval at each position ftest cycle, i.e., data should be taken at 0.5 second
intervals, with the exception of the Brake 5 volt position. This data may be
taken at 1.5 second intervals. |If practical, the data storead for voitage
signals will be converted to volts, currents to current, and temperature to
degrees Fahrenheit before storage in the memory.

AT the conclusion of the test period (10 days), the mechanical servo compo-
nents for steering and brake servo should be dissassembled, checked, and in-
spected for wear and other damage. All inspection and check results will be
documented in engineering notebooks.



Section 3

STEERING SERVO ELECTRONICS TESTS

34 PURPOSE OF TESTS

The purpose of these tests is to evaluate the performance of fypical servo
electronics for the UNISTIK™ system under extended testing at elevated tem-
perature. The extended testing at elevated temperature will give indications
of the expected life cycle of these electronics prior to failures requiring
repair.,

The temperature cycling test will provide information on the performance of
the UNISTIK™ servos under ambient temperature extremes to be seen by actual

vehicle use in various seasons and |ocations.

During the temperature cycling test, the power supply voltage will be varied
over the range of 10.6 volts DC to 13.4 volts DC to evaluate electronics
performance under combined temperature and voltage extremes. These voltage
levels are representative of those observed in the vehicle environment.

3.2 DESCRIPTION OF TESTS

A low level steering servo wire wrap card will be fabricated. A steering
power amplifier module complete with heat sink, low level amplifier PC board,
and full temperature range ICs will also be fabricated for this test.

If possible, the fan which is normally used in conjunction with the power
amplifiers will not be used during the test. This will evaluate how reliable
the units will be if the fans are not functioning or are not included in
future models of the UNISTIK™,

A temperature sensor will be installed on the power amplifier heat sink (as
usual). An additional temperature sensor will be instalied on the low level
servo board. This latfer sensor will be used to verify the "ambient" tempera-

ture of the electronics modules during the test when the units are in the test
chamber,

The low level and power amplifier modules are to be placed in a temperature
oven for the tests. DC power is to be supplied by a high current HP supply.
A resistive load will be provided for the power amplifier output which can
handie at least 200 watts continuous power dissipation.

Simulated input signals will be provided to the low level servo electronics
for the following inputs: joystick signal, position and tach feedback
signals, and vehicle speed input.



The input signals will be as illustrated in Figure 1.
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FIGURE 1. ANALOG VOLTAGE WAVEFORMS INPUT TO LOW LEVEL SERVO CARD.

The amplitude and filtering of the waveforms for tach and position feedback
will be adjusted to allow the low level card output (amp command) to reach
zero before the end of each voltage level applied via the Joystick signal.

The waveforms shown in Figure 1 are to be generated via computer or dedicated
electronic hardware. The waveforms are to repeat over and over again through-
out the duration of each test,

The test will be performed in accordance with the temperature patterns to be
used for each test (see Sectlions 3.2.1 and 3.2.2) with the input signals and
power applied when indicated in Sections 3.2.1 and 3.2.2. The electfronics
will be powered by the DC supply. Test data will be taken as described in
Sections 3.2.3 and 3.2.4. Power supply voltage operations will be set to the
levels specified in Sections 3.2.3 and 3.2.4.

3.2.1 Description of Test for Temperature Cycling

The servo electronics will be installed in the temperature chamber and con-
nected with input signals, power, and resistive load as described in Section

3.2.



The femperature chamber will be operated according to the temperature profile
of Figure 2.

At the start of the test at room temperature, the data (as defined in Section
3.2.3) will be taken. The chamber will be changed to the first temperature of
Figure 2, the temperature stabilized, and the test data recorded again. This
is repeated at each temperature plateau on the tempereture profile. The unit
will then be returned to room temperature and input signals and power removed.

+85% 4 — — o — _é;_-‘q Heuvs }_‘_

Power and Signals to be ap-
plied and data taken at
+25% - points A,B,C,D and E.

Power and Signals are removed
affer each data gathering is
completed.

—-40Ct — — __

—-.l 4 lours

FIGURE 2. TEMPERATURE/TIME PROFILE FOR TEMPERATURE CYCLE TEST
The temperature profile as indicated in Figure 2 will be repeated at least

twice to compare test date achieved. |f large discrepancies exist then a
third run will be performed.

3.2.2 Rescription of Test for Extended High Temperature Test

For this test the electronics will be placed in the temperature chamber, at
room temperature under power and input signals for checkout.

The test data |isted in Section 3.2.4 will be recorded. Then the temperature
in the chamber will be raised o 140° F and maintained there (+3° F) for 168
hours. The electronics will remain under power and input signals during regu-

tar working hours when someone is attendant.



Test data will be recorded every hour during working hours (while the system
is under power) according to the description in Section 3.2.4.

Once the test is complete, the unit will have power and signals removed and
Then be returned to room temperature, where a final power-up data taking task
will be performed.

A power supply voltage of 13.4 VDC is to be used at ail times the electronics

are powered for this test.

3,2.3 Test Data for Temperature Cycle Test

The following data will be recorded via chart recorder at each of the three
power supply voltages of 10.6VCD, 12.0 VDC and 13.4VDC at each of the desig-
nated points on the temperature profiles of Figure 2, i.e., points A through
E. The time of the data recording and test number should be noted on the
chart recording.

Joystick Input Signal

1
2. Amp Command Signal
3., Power Amp Current
4. Heat Sink Temperature/Low Level Card Temperature
(Alternate Recordings)
3.2.4 e i empe r

The data to be recorded via chart recorder are as follows:

Joystick Input Signal

Amp Command Signal

Power Amp Current

Heat Sink Temperature/Low Level| Temperature
(alternate recordings)

HUWN—
e e e

The data will be gathered at the start of each test day and every hour during
the day and again at the end of each test day (working hours). The data will
also be faken at room temperature before the test starts and again at room
temperature after the test ends.

The data will be gathered with the power supply voltage set at 13.4 volts.,
This will also provide additional stress to aid in the accelerated |ife test-
ing process.

The time of each data recording and the test number will be noted on the chart
recording.



I'f a problem occurs during either test descriped above or the recordeg sighals
lock incorrecr, a separate recerding of these input signals will be made to
verify inputs are correct.

t. Joystick Input Signal

2. Tacn Feedback Signal

3. Position Feedback Signal
4. Vehicle Speed Input
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Section 1

SYSTEM NORMAL - FUNCTION TESTS

1.1 SYSTEM NORMAL - LOW SPEED TESTS

1.1.1 Acceleration/Deceleration

The accelerations and decelerations for both the manual mode and the UNISTIK™
system were very comparable, In both cases, smooth accelerations and
decelerations can be accomplished with relative ease. A typical response for
manual driving is shown in Figure C~1. A similar response for the UNISTIK™
mode is shown in Figure C-2. It can be seen from the two figures that the
acceleration (fore-aft) is very similar for the two driving methods.

The braking function with the UNISTIK™ system was quite sensitive and had to
be practiced a few times to get smooth braking. Once experience was gained,
then smooth braking was possible by the UNISTIK™ system as shown in Figure C-
2.

Since full throttle and brake travel are possible with UNISTIK™, the same
performance range is possible with UNISTIK™ as with manual control.

1.1.2 Straight Line Backup

Backing up was similar to the forward acceleration/deceleration test results,
except that braking was even more "touchy" in reverse and required extra care
to provide smooth stopping from reverse travel. Figure C-3 shows a chart
recording for manual driving for stralght line backup. Figure C-4 shows the
same information for using the UNISTIK™ system. Note in this case, the peak
acceleration reached while stopping, using the UNISTIK™ system, was over 50%
higher, indicating more rapid deceleration. Typical results with UNISTIK™
were 50% to 100% greater reverse travel decelerations than when driven
manually. A strong fendency exlisted to over-control the braking, let up, then
re-brake again. This can be seen in Figure C-4.

Reverse accelerations were essentlally the same for both manual driving and
driving with the UNISTIK™ system.

1.1.3 Right Angle Parking

The vehicle was fully maneuverable in either the manual driving mode, or using
the UNISTIK™ system. Therefore, In both cases, the right angle parking
maneuver could be performed. Parking performance with the UNISTIK™ system
was more tentative, due to the lack of familiarity with it, During the
maneuver the vehicle was driven more slowly with UNISTIK™, with very little
throttle given during the maneuver. After three attempts, the time for the
manual maneuver was 20 seconds. The time for the UNISTIK™ maneuver after
three attempts was 31 seconds.



1.1.4 [urn=-About

Characteristics of the turn-about were similar to the right angle parking
maneuver. Maneuvers were slower with the UNISTIK™ system. The manual
maneuver required 39 seconds and 65 seconds were required with UNISTIK™. The
brakes were typlcally applied harder during maneuvering with the UNISTIK™.
Both driving methods took the same number of maneuvers to complete the turn-
about, namely, a hard left turn, hard right turn, then another hard left,

1.1.5 a kin

The manual parking maneuver took 31.5 seconds on the third attempt, and the
UNISTIK™ maneuver took 45.5 seconds on the third atfempt. The difference in
familiarity between the tfwo driving modes contributed to the differences
measured. Some "fentativeness" was observed during the UNISTIK™ maneuvers,
as with earlier described tests. Another reason for slower responses when
using the UNISTIK™ s that during gear changes, the hand is removed from the
joystick. The steering then returns +o the center position, requiring a re-
turning maneuver, if a continuation of the turn is required affer shifting.

1.1.6 Slalom Course

Figure C-5 shows chart recordings of manual driving of the slalom course.
Figure C-6 shows recordings of the course being driven with the UNISTIK™.
Note that the chart speeds are different for the two figures In this case.
These figures are for the third run through the course in each case.

During the three manual runs through the slalom course, the peak accelerations
improved 16% (on average) from the first to the third run. During the
UNISTIK™ runs, the Improvement averaged 40% from the first fo third runs.

Comparing the results for the third run in each driving mode, the following is
apparent: The maximum speed obtained during the third run was 15 to 20%
higher for UNISTIK™ driving than for manual driving. Likewise, the UNISTIK™
run achieved a 19% higher peak lateral acceleration. The time between

acceleration peaks (dlrection reversals) was 2.0 seconds for the manual
driving mode but only 1.75 seconds for the UNISTIK™ driving mode (a 13%

faster response for UNISTIK™ control).

The steering response appeared to be nearly as smooth with the UNISTIK™ as
with manual driving.

1.1.7 Emergency Stop

In this test, the results are nearly identical for the manual and UNISTIK™
modes (see Figures C-7 and C-8). In each case, the wheels "iocked" when the
brakes were applied. The deceleration curves were nearly identical, with the
peak decelerations being the same and the time required to stop being
approximately the same, at 2.5 seconds In each case. Top speed reached before
brakes were applied was about 30 miles per hour in both cases. The only
noticeable difference between the two test modes was that in the manual mode,
+he brakes were released sooner as the vehicle stopped, and therefore the
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deceleration curve was slightly more sloped at the end of the stop for the
manual mode than for the UNISTIK™ mode.

1.1.8 Obstacle Avoidance

In the first of a series of three runs through the obstacle course, the
UNISTIK™ mode of driving showed higher peak lateral accelerations and faster
steering movements than the manual mode. Peak accelerations were about 25%
higher in the UNiISTIK™ mode. In the last of the three runs, the peak
accelerations were about 15% less than the first run, for manual mode, but
were approximately 40% less than the first run for the UNISTIK™ mode. Figure
C-9 shows the chart of the third run for manual mode. Figure C-10 shows the
third run for the UNISTIK™ mode.

The steering movements were faster (peak to peak) for the UNISTIK™ mode. In
the third run, the time between peak to peak wheel movement was 1.25 seconds
for the UNISTIK™ mode, compared fo 1.75 seconds for the manual mode. The
main reason for this difference Is In the last 0.75 seconds. The manual mode
showed a very slight extra wheel movement after the initial rapid movement,
In all cases, the wheel was held to the right longer for manual mode than for
UNISTIK™ mode.

As the three runs progressed, and In both driving modes, less peak to peak
wheel movement was made. As experience was gained, tighter turning closer to
the pylons was indicated

1.2 SYSTEM NORMAL - HIGH SPEED TESTS

1.2.1 Acceleration/Deceleration

Although there was caution exercised by the driver for these first highway
speed tests with the UNISTIK™ system, the driver was sufficientiy confident to
drive up to 60 miles per hour during the runs.

No chart recordings were made of the manual driving mode for this test. A
portion of the chart for the UNISTIK™ mode driving Is shown in Figure C-11,

As shown In Figure C-11, the steering wheel motions (as indicated by the
steering feedback chart) normally dId not exceed +/- 5 to 10 degrees of
rotation. This was also verified by the video recordings.

Figure C-12 shows another UNISTIK™ run of acceleration/deceleration. In this
case, once the speed approached 40 miles per hour the vehicle was slowed down
to about 30 miles per hour and then accelerated to 50 miles per hour. During
these speed changes, there were considerably more steering movements,
indicating some difficulty in malntaining a straight course without "over-
controlling". This was experlienced during the fore-aft joystick motions
necessary to slow the vehicle and speed up. These over-control motions are
shown clearly In Figure C-12. They reached +/- 20 to 30 degrees in wheel
rotation as shown by the charts and verified by the video tapes. These motions
generated lateral, or side-fo-side accelerations in the vehicle. Even during
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these "overcontrol" times, the vehicle was kept wlithin its proper lane on the
road, and no "undue" weaving of the vehicle was observed.

Although joystick motion was not charted during this test, it was
considerable, as evidenced by the video tapes., The non-linear steering
response required considerable joystick motions to make small corrections in
the wheel position.

1.2.2 Lane Changing

Figure C-13 shows a representative chart recording of lane changing while
driving in the manual mode., Lane changes at speeds of approximately 35, 45,
and 55 miles per hour are shown. The side-to~side, or lateral acceleration
curves indicate the occurrences of the |ane change maneuver. Note that each
maneuver took approximately the same time, even though three different speeds
were used for the three maneuvers. Note also that more steering movement (as
evidenced by the steering feedback signal) was used at the lower speeds,

Figures C-14 and C-15 show equivalent charts for runs of |ane changing using
the UNISTIK™ driving mode. A 30 mile per hour maneuver is shown in Figure
C-14. Maneuvers for 45 and 55 miles per hour are shown in Figure C-15,

The acceleration curve (side-to-side) Illustrates the maneuvers. It can be
noted that the maneuvers took longer during the UNISTIK™ mode than during the
manual driving mode. There was a longer period of time between each change of
lane and the return to the original lane. Also, the acceleration curves
indicate that at the higher speeds, the |ane transitions were made more
gradually when the driver was using the UNISTIK™ mode. A significant factor
In this result was driver caution exercised when making these maneuvers.

During normal straight driving, between maneuvers, typical joystick excursions
to maintain vehicle direction appear to be on the order of +/- 10% of total
possible joystick travel. This magnitude of correction was made with a fre-
quency range on the order of about one cycle per 2.5 to 3.5 seconds. Smaller
corrections of about +/- 3% to 5% occurred very rapidly with a frequency of
motion of about 0.75 seconds per cycle. These corrections were a function of

road conditions, sgeed, and driver experience level. For the high frequency
Joystick motions, the wheel motion, as shown by the steering feedback curves,

was minimal. Worst case wheel motions appeared to be between 25 and 30
degrees peak to peak. This was confirmed by the video tape recordings.

During lane change maneuvers, the joystick position peaked at about +/- 35% to
45% of total posslible travel, and wheel position moved about +/- 35 degrees to
accomplish the maneuver. Little over-correctlon was observed when the |ane
was regained after each maneuver. The acceleration curves for the manual mode
and UNISTIK™ mode are very similar in this respect.

The vehicle movements felt quite similar to vehicle passengers for the manual
and UNISTIK™ modes. The accelerometer signals and steering feedback signals
Indicated that the manual maneuvers were somewhat smoother most of the time.



1.2.3 [ire On Shoulder

Figure C-16 shows a typical chart recording of a manual mode run where the
vehicle was driven so that the right tires left the road surface momentarily
and then returned fo normal lane travel again. Figures C-17 and C-18 show
similar recordings for the UNISTIK™ driving mode.

There is little difference between the manual and UNISTIK™ test results for
this test. The peak steering excursions were similar, as were the peak
accelerations measured. There were variations befween runs but this was due
primarily to how far off the road the vehicle was driven, how long the vehicle
stayed off the road before retfurning fo its lane, and how rough the road
shoulder interface was. The magnitudes of correction, once the vehicle
returned to its lane, appeared to be slightly higher for the UNISTIK™ mode,
but this depended on each run condition.

1.2.4 Emergency Stop

Figures C-19 through C-22 show two fypical emergency stop maneuvers with
manual mode and UNISTIK™ mode respectively.

Emergency stoppling was very similar for both manual and UNISTIK™ modes. The
vehicle reaction was mainly determined by vehicle position on road, road
condition, and "set" of the steering wheel at the time of brake application.
In both modes, there was at least one occasion when the driver let up on the
brakes momentarlly to regain control of the vehicle's direction before
completing the stop. Vehicle dynamics played a dominant role in the stopping
responses. In both modes, during one maneuver, the vehicle's front tire ended
up off the roadway after the vehicle came to a stop.

In all cases tested, at every speed, complete stops could be implemented, with
"|ocked" tires. Stops from 50 miles per hour required approximately 5.0
seconds,

1.2.5 Obstacle Avoidance

Figures C-23 and C-24 show ftfypical chart recordings of obstacle avoidance
maneuvers for manual and UNISTIK™ driving modes respectively. During fhese
tests, successful negotiation of the "obstacle" was accomplished by both
driving modes. In both cases, the max imum speed at entry to the test was
[imited for safety reasons o 40 miles per hour, because of the sharp maneu-
vers Involved. In all cases, vehicle control was maintained through the test.
The charts of lateral (side-to-side) acceleration and steering feedback
indicate slightly "sharper", or not as smooth, steering movements in the
UNISTIK™ mode, compared to the manual mode. |+ was observed, however, that
the braking was not as hard or applied as long during UNISTIK™ runs through
the test as with manual runs. Peak braking (for the last frial in each case)
for the UNISTIK™ mode was only 57% of that applied in the manual mode.
Braking was also only applied for half as long for the UNISTIK™ mode test.
The speed reduction seen during a run of the course was quite similar between
the two cases.



Peak accelerations were similar for both manual and UNISTIK™ modes, except
for slightly higher peaks on the recovery end of the maneuvers for UNISTIK™,
This indicated that there was more "overshoot'" or steering corrections after
the maneuvers for UNISTIK™ than for manual mode.



Section 2

VEHICLE FAILURE RESPONSE TESTS

2.1 LOW SPEED - VEHICLE FAILURE TESTS
2.1.1 Power Brake Loss
2.1.1.1 Acceleration/Deceleration

Figure C-25 shows the chart recording made during the acceleration/deceler-
ation test with loss of vehicle power brakes. During this test, the residual
vacuum was bled down in the power boost diaphragm unit. It was quickly
determined that with loss of the power brake vacuum assist, the UNISTIK™
brake servo system lacked sufficient force to push the brake pedal far enough
to stop the vehicle effectively. I+ can be seen from Figure C-25 even though
the brake joystick was fully applied, the maximum brake pedal motion (as
indicated by the brake feedback signal) was only 65% of maximum,

I+ was felt, during the test, that only 54 to 10% braking force was applied,
which brought the vehicle slowly to a stop from about 8 miles per hour in
about 10 seconds.

2,1.1.2 Emergency Stop

Due to the results of the power brake loss test (2.1.1.1), the emergency stop
test was not performed.

2.1.2 Power Steering Loss
2.1.2.1 Slalom Course

A chart recording of the results of driving the slalom course with the
UNISTIK™ system with loss of power steering Is shown In Figure C-26. This
test was performed at low speed to provide adequate safety margins.

The method used to disable the power steering was to shut off the vehicle
engine, while leaving the UNISTIK™ system activated. This was accompl ished by
unplugging the secondary control electronics output cable, which removed power
from the Ignition circult as well as other secondary controls. This was
determined to be easier to implement than removing the power steering pump
drive belt, and provided a method of initiating the fault during vehicle move-
ment.

Once the fault was engaged, the maximum peak excursion of the steering wheel,
from the position It was in when the fault was Initiated, was approximately 80
degrees of steering wheel rotation. This amounted to about 12% of peak
possible wheel rotation (one dlrection, not peak to peak). The chart
recordings and video recordings verify this result. The UNISTIK™ system
failed to provide sufflicient force to control the vehicle steering when the

power steering assist was lost.



2.1.3 Flat Tire (Front)

2.1.3.1 Acceleration/Deceleration

Figure C-27 shows the results of initial driving with the UNISTIK™ system wiTh
a flat front tire. No problems were experienced during low speed driving.
The speed for this test was kept very low (l.e., too low to register on the
speed sensing circult). Steering was felt to be adequate during straight
driving and during some turns made at that fime.

2.1.3.2 Stalom Course

The slalom course was also driven with the flat tire. It was driven slowly so
as to not damage the tire which had been defiated. Figure C-28 shows the
chart recordings made during this test. No probiems were encountered and the
vehicle direction control was not affected in any manner by the flat tire.



Section 3

UNISTIK™ FAILURE RESPONSE TESTS

3.1 LOW SPEED TESTS

3.1.1 Slalom Course

3.1.1.1 Steering Power Amplifier Power Loss

Figure C-29 indicates the results of this test. [t can be seen from fthis

recording, and from the corresponding video recordings, that when the fuse was
pulled from the steering servo power amplifier, it took approximately 0.5
seconds for the UNISTIK™ system to sense the fault and switch in the secondary
steering servo system. This 0.5 second delay prevented the steering wheel
from being maintained during a furn maneuver and the next pylon in the slalom
course was missed. When the secondary servo switched in, however, there was
no problem maintaining control of the vehicie.

3.1.1.2 Steering Power Amplifier Command Failure

Figures C-30 to C-34 show the chart recordings of the test results of this
series of steering power amplifier command fallures.

During this series of tests, various DC voltages were switched info the
amplifier command signal line. The results correlated with the difference
between the amplifier command signal before fault infroduction, and the value
of the signal with fault introduced. For Instance, during test (b) (see
Figure C-31) the fault voltage was switched to 3 volts DC shortly after the
amplifier command Itself had passed the 3 voit level. In this case, there was
essentially no discernible variation in the steering feedback signal nor the
lateral acceleration pattern at the time of the fault introduction.

When the fault error of 5 volts DC during test (a) (see Figure C-30) was
swltched in, the amplifier signal reversed itself from where It had been, by
1.4 volts. In this case, a hesitatlon, or pause, can be seen in the slope of
both the steering feedback position and in the acceleration curves. This
pause lasted approximately 0.1 seconds, the time required for the relay fto
switch In the secondary system.

In tests (a) through (d), the slight pauses in steering movement had no
appreciable effect on maneuvering the vehicle through the remaining portion of
the slalom course. The maximum voltage difference between the normal
amplifler command signal and the error during fests (a) through (d) were found
in test (c) (see Figure C-32), when the difference was 3.2 volfts.

During test (e) (see Figure C-34), where 12 volts were switched intfo the
amplifier command, the difference in voltage which occurred from the normal
signal was 13.4 volts. This was nearly The maximum type of error fault
possible. This error caused a slight reversal of fhe steering wheel by
approximately 10 degrees of rotation, before the secondary steering servo fook
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over. In this case, the steering position could not be returned to its former
position and rate of change until approximately 0.2 seconds had elapsed after
the fault was initiated. This delay caused the next pylon in the course fo be
missed, but caused no vehicle control problems or instability when the
secondary system took over.

3.1.1.3 Steering Power Amplifier Command Offset Voltage Fallure

During thls test, a small offset voltage was inserted info one of the
operational amplifier inputs to create a small error signal, This error was
just large enough to be sensed, causing a switchover fo the secondary steering
servo electronics. The first run of this test did not cause the error to be
detected. Therefore, the offset voltage was adjusted siightly higher and the
test repeated. Figure C-35 shows the results of this second test. This time
the error was sensed and the secondary system switched in. No indication was
seen on acceleration or steering feedback signal recordings, or by the
steering wheel (as seen in the video recordings) to Indicate any perturbations
due to this small error voltage. The amplifier command voltage was saturated
on the chart recording at the time the fault was switched in, so a measure of
its magnitude could not be recorded. It would have been equivalent fo
approximately 2.0 volts, at the amplifier command signal point.

3.1.1.4 Steering Joystick Signal Failure

Figures C-36 through C-38 show the results of this series of tests. The
results of these tests, simulating joystick signal fallures of shorts to
ground, to power supply voltage and open circuits, respectively, did not show
appreciable effects on steering position (feedback) or vehicle acceleration. A
slight hesitation was shown in the open clrcult test (c) (see Figure C-38).
In this latter case, there was a slight steering wheel position reversal of
approximately 5 degrees. This did not affect the ability of the driver fo
complete the slalom course in a normal fashion.

3.1.1.5 Steering Feedback Signal Fallure

Figures C-39 through C-41 show the results of fhis test series. The faults
switched Into the steering feedback signal line created different direction
fault voltages at the steering amplifler command signal, but the overall

results were nearly ldentical to the previous test series (3.1.1.4).

The first two cases resulted In only slight perturbations in the steering and
acceleration curves. The open clircuit case, test (c) (see Figure c-41),
resulted in a noticeable hesitation in the steering wheel as the fault was
switched in. |+ did not, in this case, resuit in a reversal of the steering
whee| rotation. The steering feedback chart also Indicated a distinct plateau
for about 0.12 seconds, before resumption of movement,

No control problems were noticed by the driver, and the course was
successfully completed in all three cases. There Is evidence, from this
serles of chart recordings, that the course running is becoming easier for the
test driver as he gains experience. In general, the steering and joystick
position curves on the charts are smoother.
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3.1.1.6 Tachometer Signal Feilure

Figure C-42 shows that during this test, no discernible control probiems were
experienced and no observable reaction on either the steering wheel position
or acceleration charts Indicates where the fault occurred. The video
recording of this test does verify that the fault was detected and the
secondary steering electronics switched into the UNISTIK™ system when the
open circuit fault was switched into the tachometer signal |lne,

3.1.1.7 Microprocessor Watchdog Failure

The microprocessor reset switch was pressed to simulate a watchdog failure,
The chart recording made during this test (Figure C-43) showed that nothing
happened to the control system when this was done. The only thing that
occurred when the reset was pressed was that the system failure light Iit up
on the message center. This was a normal response.

3.1.2 e era

The data described in this section, and succeeding brake fault tests, are the
second set of data taken affer correction of software and hardware problems
which surfaced during the first test series.

3.1.2.1 Brake Power Amplifier Power Loss

Figure C-44 shows the results of this test. The fuse was removed from the
brake power amplifler during deceleration from 30 miles per hour. This caused
the brakes to be released for 0.75 seconds before the secondary brake servo
electronics were switched in and re-applied the brakes. The brake application
returned fo the level simlilar to that being held prior to the fault insertion
within 1.1 seconds of the fault initiation. Except for the delay, the
deceleration proceeded normally.

3.1.2.2 Brake Power Amplifier Command Failure

e Test (a) - 5 volts

Figure C-45 shows the chart recording for the first test in this series,
namely for a 5 volt DC voltage switched into the brake power ampliflier command
signal. When this signal fault was Initiated, the fault signal was about 1.4
volts different from the brake signal belng applied before the fault. The
error signal generated was insufficlently large to qulickly trigger the
switchover to the secondary brake servo circuit. Since there was still a
brake signal, however, the vehicle continued to slowly decelerate, but not as
rapidly as before the fault Introduction. Since greater deceleration was
required to stop the vehicle within the desired distance, the driver slowly
applled further joystick control. After a delay of approximately 1.2 seconds
from the time of fault insertion, the error signal became l|arge enough to be
detected and the switchover to the secondary system was accomplished. When
this happened, the joystick had been previously moved to demand more brake
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application. The secondary system applied the brakes a little harder, causing
in turn a slightly higher deceleration rate for the remainder of the
deceleration maneuver,

e Jest (b) - 3 volts

Figure C-46 shows the chart recording for this test. When the brake amplifier
command was switched to 3 volts DC during the deceleration maneuver, the
brakes were momentarily released. Once the secondary servo electronics were
switched in the brakes were then re-applied. The tfotal time the brakes were
released before re-application was initiated was 0.1 seconds. The total ftime
from initial fault application until the brakes had been re-applied to their
former pre-fault level was 0.45 seconds. Once the brakes returned to their
pre-fault level, smooth deceleration continued untii the vehicle stopped

normally.

e Jest (¢) - 7 yolts

When the 7 volt fault was swltched into the brake power amplifier command
signal (see Figure C-47), the amplifier command signal increased in the
direction of more brake application. For this reason, the brakes were
immediately applied harder, abruptly stopping the vehicle. The fault was
sensed by the microprocessor. |t required 1.5 seconds and also required the
joystick to be relaxed (from the pre-fault level) before the error was large
enough to detect,

Since braking was being accomplished before the fault was Inserted and the
fault drove the signal towards additional braking, the lack of sensing of the
fault would not have prevented stopping, but only Increased the abruptness of
the deceleration.

The response of the UNISTIK™ foilowing Insertion of the 0 volt fault is shown
in Figure C-48. The result was similar to the result with the 3 voit fault.

The brakes were released momentarily then re-applied affer the secondary
circuit switched in. The time required to re-apply the brakes after fault
initlalization (0.4 seconds) was nearly the same as the 3 volt fault (0.45

seconds). Once the brakes had been re-appllied, deceleration continued
normally.

Figure C-49 shows the results of this test run. The response of the sysfem
during insertion of the 12 volt DC fault in the brake power amplifier command
line caused the brakes to be applied harder. However, this time, the error
signal was large enough to be quickly sensed by the microprocessor, and the
secondary clrcult switched In after a delay of 0.1 seconds. Since the
secondary brake servo electronics are linear In response, and the primary
servo is nonlinear (i.e., square function), the new application of brakes was
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at a slightly different, or higher level, than before fault initiation. This
compensated by a slight release of the joystick and a smooth decelerafion
continued, as shown on the fore-aft deceleration chart,

3.1.2.3 Brake/Throttle Joystick Signal Failure
e Test (a) - 0 volts

When 0 volts were switched into the joystick signal line (see Figure C-50),
the servo assumed the throttle had been applied hard. The brakes were
immediately released and the throttle momentarily applied, for less than 0.1
seconds, before the secondary brake servo system was switched in. A total of
0.4 seconds were required for the brakes to be re-applied to the stable level
to complete deceleration. The throttie was disabled at the same time The
secondary brake system was switched in.

e Jest (b) - 12 volts

Figure C-51 shows the result of this test. When 12 volts DC were applied in
place of the normal joystick signal, the brakes immediately started to be

applied harder. The switchover fo the secondary brake circuit was very rapid,

requiring about 0.05 second. Braking then proceeded normal ly.

e Test (c) - open curcult

When the open circult was applied to the brake joystick signal line (see
Figure C-52), the UNISTIK™ system released the brake function and the
joystick signal indicated that throttle had been applied, so the throttie was
applied. The secondary brake servo circuit switched in after less than 0.05
second, re-applylng the brakes, which in turn, responded to their pre-fault
level of application in a total of 0.4 second. The throftle was also disabled
rapidly. The vehicie completed its deceleration in a normal fashion,

3.1.3 Emergency Stop

3.1.3.1 Brake Power Amplifier Power Loss

. For this test, the fuse for the brake power amplifler was removed, during an
emergency stop maneuver (see Figure C-53). The microprocessor sensed the
fault quickly and switched in the secondary brake servo electronics. After
fault Initiation 0.2 seconds were required to re-apply the brakes with the
secondary circuit, and continue the rapid deceleration.

3,1.3.2 Brake Power Amplifier Command Failure

e Test (a) = 5 volts

During this test, +the 5 volt DC fault was Inserted 0.5 seconds after the
brake application began, forcing the brake power amplifier command signal to
that level (see Figure C-54). The fault forced the brakes to be released
momentarily. At 0.15 seconds after the fault was initiated, the secondary
brake servo electronlics switched in and full brakes were re-applied 0.6
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seconds after fault initialization. The emergency stop was then continued.
The delay in deceleration caused by the fault accounts for the vehicle
traveling less than 26 additional feet (at 30 miles per hour) before stopping.

e Test (b) - 3 volts

Figure C-55 shows the results of this test. During the emergency stop, the 3
volt DC fault was switched in to the brake power amplifier command line. This
fault caused the brakes to release. The secondary circuit switched in and the
brakes were re-applied 0.20 seconds after the brakes were released. The brake
servo returned to its level prior to the fault initialization in 0.65 seconds.

Vehicle response was similar to the 3.1.3.2 test, in that the brakes
momentarily released then were fully re-applied fto lock the wheels and cause
the completion of the emergency stop.

The 7 volt DC fault applied to the brake power amplifier command simulates a
full brake application signal (see Figure C-56). For this reason, the brakes,

being fully applied, stayed fully appllied, and no changes in the vehicle
response were noted. The fault did not cause switchover to the secondary

circuits until after the stop was completed and the throttle was pressed
again. This condition occurred because the error voltage was essentially the
same as the correct voltage required for this particular maneuver.

e Test (d) - 0 volts

Figure C-57 shows the chart recording of this fest data. When the 0 volt DC
fault was switched into the brake power amplifier command signal, the brakes
were released momentarily and the throttle activated. Within 0.05 seconds,
the throttle was de-activated and secondary brake switched in. To complefe
the emergency stop, 0.65 seconds was requlired for the brakes to be fully re-
applied.

e Test (e) - 12 volts

This error signal appiied to the brake power amplifier command |ine caused a
very small perturbation of the brake application. The fault was sensed and
the switchover to the secondary brake servo electronics and re-application of
full brakes took 0.15 seconds. Figure C-58 illustrates these results. The
emergency stop was performed with essentially no variation from that of a no-
fault condition.

3.1.3.3 Brake/Throttle Joystick Signal Failure

e Jest (a) - 0 volts

Figure C-59 shows the results of this test. When this error signal was
switched into the brake/throttlie joystick signal line during the emergency

stop maneuver, the brake was released and the throttle was initially
activated. Less than 0.1 seconds later, the secondary brake servo switched in
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and full braking was returned within 0.3 seconds. The throttle was de-
activated in less than 0.05 seconds.

e Jest (b} - 12 volts

During this test (see Figure C-60), the error signal was in the same direction
as a normal braking signal, but to a higher voltage. For this reason, the
brakes remained "locked up" upon activation of the fault and the emergency
stop continued. During the fault the brake servo never relaxed sufficiently
to cause any decreased deceleration (see accelerometer chart).

o1 () - ireuit

The open circuit of the brake/throttle joystick signal during an emergency
stop had the same effect as the 0 volt failure (see Figure C-61).

3.2 HIGH SPEED TESTS
3.2.1 Lane Maintenance
3.2.1.1 Steering Power Amplifier Power Loss

Figures C-62 and C-63 show the results of these tests at 40 miles per hour and
55 miles per hour respectively. The results at both speeds were similar.
When the steering power amplifier fuse was removed during the test run, to
simulate power loss, there were no apparent reactions from the steering
feedback signals and no observable effect sensed by the driver. On the 40
miles per hour test there was a sight perturbation of the steering power
amplifier command signal, the only observable effect in elther test,

3.2.1.2 Steering Power Amplifier Command Failure

During tests at low speed where this type of same failure was simulated, the
failure mode (i.e., error voltage) which created a significant effect was the
12 volt error. The high speed tests show similar characteristics. In this
series of tests the 12 volt error is representative and is shown In Figures C-
64 and C~65 for 40 miles per hour and 55 miles per hour respectively. As
shown in the figures, a slight perturbation of the steering feedback signal
was observed but not enough to require any correction. The video recordings
indicated a small (approximately 5 degree) steering wheel rotation, but this
caused no reaction from the driver. It appears that straight driving causes
the least perturbations during a failure occurrence. During turning
maneuvers, the effects are more noticeable. This is verified by resulfs of
test series 3.2.2.

3.2.1.3 Steering Power Amplifier Command Offset Voltage Failure

When the small offset voltage error was switched into the steering servo
operational amplifier, the steering amplifier command error created was
approximately 2.0 volts magnitude (see Figure C-66). This caused the
secondary servo electronics to be switched In within approximately 0.1
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seconds. No discernable effects were noticed by the driver, or were seen on
the steering feedback signal, acceleration curves, or the video recording.
The curve for the 55 miles per hour test is shown in Figure C-66. The results
at 40 miles per hour were identical.

3.2.1.4 Steering Joystick Signal Failure

For comparison, the results of all six tests in this series are shown in
Figures C~67 through C-72. The most inferesting results of this test series
are shown by comparing test 3.2.1.4a with 3.2.1.4d. The chart recordings for
these two tests are seen in Figures C-67 and C-70 respectively. In both
cases, the same fault is simulated, namely, a 0 volt signal applied to the
steering joystick signal line., The difference is in the vehicle speed during
the test. The first test was run at 40 miles per hour, the second test at 55
miles per hour, In test (a), the steering wheel rotated about 15 degrees
between the time the fault was initiated and the time the secondary circuit
was switched in fo correct the perturbation. In the second case (fest d),
the steering wheel rotation was negligible and hardly noticeable on the video
recording. In each case from a hardware signal standpoint, there should have
been no difference at the time the faulf was initiated. The difference appears
to be in the time it took the UNISTIK™ system to sense the error and switch
in the backup system. Depending on where the software algorithm that senses
time variations 1is In its operational multi-tasking cycle when a faulft
occurs, must account for the time variation.

In the worst of the cases for this series (test a), a slight correction with
the joystick was required by the driver, but no vehicle confrol problems
resulted from the fault.

The remaining fault voltages tested in this series, at both speeds, caused far
less reaction than test (a). The largest wheel motions observed during the
remainder of this test series was less than 5 degrees of wheel rotation. In
all cases, the largest wheel rotation was observed at the 40 miles per hour
speed.

3.2,1.5 Steering Feedback Signal Failure

The results of this test, during the initial test run series, were totally
different from the corresponding fallure tests at low speed. Figure C-73
shows the result of the first test (a) in this series. This test used a O
volt signal as the fault voltage applied fto the steering feedback signal.
When thls error voltage was switched into the steering feedback signal Ilne,
the steering wheel started to rotate until the fault was removed and steering
corrections made to get the vehicle back on the road and under control again.

The cause of this unique response from the UNISTIK™ system was the fact that
the computer properly and quickly sensed the fault but then stopped In its

software execution before switching in the backup system. This cause was
verified by the rapid appearance of the steering failure light and by the

video recording. It has been hypothesized that a soffware fault was to blame.
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The software fault may have been due to software corruption due to low voltage
on the processor circuits or to an actual program fault. No further tests in
the 3.2.1.5 series were run at the time the software fault was detected.

This test series was re-run after power supply improvements and software
changes were incorporated.

The results of the re-run of test 3.2.1.5(a) and tests 3.2.1.5(b) through (f)
are shown in Figures C-74 through C-79. The results of this series of tfests,
with the improved power supply and software, were comparable to that of test
series 3.2.1.4 (test a). The 0 volt fault signal caused approximately 15
degrees of wheel rotation at 40 miles per hour. The rotation was retraced
back to its original position within approximately 0.15 seconds, and no
corrective action was required by the driver. At 55 miles per hour (test d),
the wheel rotation was about 10 degrees, and again, no corrective action was
required. The remaining tests in this series caused less than 5 degrees
rotations and no corrective actions. The fault defection and switchover fask
was typically accomplished in 0.1 seconds.

3.2.1.6 Tachometer Signal Failure

Figures C-80 and C-81 show the results of an open circuit in the steering
tachometer circuit. The first figure shows the result at 40 miles per hour
and the latter at 55 miles per hour. Also shown on these figures is the chart
recording data for tests 3.2.2.6(a-b). Because no fault from a tachometer
signal failure was detected during straight-lane maintenance driving, the lane
change maneuver was performed right after the first fest to see if the fault
would be detected then. The fault was correctly detected.

Not only was no fault detected by the failure of the tachometer signal during
lane maintenance driving, but also no observable effect was detected. This is

due to the fact that the tachometer signal does not exist unless the steering
wheel is in motion.

3.2.2 Lane Changing
3.2.2.1 Steering Power Amplifier Power Loss

During the lane change maneuver, the fuse was removed In the steering power
amplifier. Figures C-82 and C-83 show the results of these tests at 40 miles
per hour and 55 miles per hour respectively. The charts indicated a slight
change In the steering amplifier command at the time the faults were
initiated, but no effects were noticed by the driver, and no corrections were
necessary.,

3.2,2.2 Steering Power Amplifler Command Failure
In this series of tests, the results of any specific fest run were somewhat

dependent upon the exact steering wheel orientation, joystick position at the
time of fault initiation and time of secondary circuit switchover.
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e Jest (a) - 5 volts, 40 mph

In test (a), as shown in Figure C-84, when the 5 volt DC signal was switched
info the steering power amplifier command |ine, the command signal was already
close to the 5 voit level. The steering wheel stayed in its position until
the error had been sensed and the secondary circuit swiftched in. The
switchover took 0.8 seconds from the time of fault initiation.

During the time of delay of the switfchover to the secondary circuit, the
driver was pressing the joystick toward the direction of desired tfurning fto
return the vehicle to the normal fraffic lane. By the Time the switchover
occurred, a large error was built up between the steering position and that
called for by the joystick position. When the switchover took place, the
steering wheel immediately rotated approximately 90 degrees to the left to
seek the new position called for. This response required, in turn, driver
response to compensate for the rapid steering change. The lateral acceleration
was larger than for the typical lane change maneuver. Correction requirements
were not excessive, and control of the vehicle was not lost during this faulft
introduction and recovery.

o Test (b) - 3 volt, 40 mph

Figure C-85 shows the chart recording of the fest results when 3 volts DC was
switched into the steering power amplifier command |ine. In essence, no
discernable effect was observed by the driver, nor indicated on the chart
recordings. The major reason for the difference In response for this error
introduction. and the previous error voltage is that, in this case, the error
was large enough to result In a very rapid switchover to the secondary
circuit. The faster the error detection and switchover, the less perturbation
observed by the system during the lapse of time between fault Introduction and
system switchover.

e Jest (¢c) - 7 volts, 40 mph

When 7 volts DC was switched Into the steering power amplifier command line,

the steering wheel rotated slightly (approximately 5 degrees). This rotation
is barely noticeable on the steering feedback signal, as shown In Figure C-86.

The driver barely perceived the rotation which caused no problem or
correction. Agaln this Is because of the large error created which, in turn,
created a rapid switchover (less than 0.1 seconds).

e Jest (d) Q volts, 40 mph

Figure C-87 shows the effect of the 0 volt DC signal switched into the
steering power ampiifier command line. |In fthis case, the steering wheel
rotated approximately 20 degrees during the error detection and switchover
+ime period of 0.2 seconds. This amount of wheel rotation required a small
correction by the driver by the joystick, once the secondary circuit had been
switched in.

C-18



e Test (e) — 12 volts, 40 mph

The large error created by the 12 volt DC signal application caused a rapid
secondary circuit switchover (see Figure C-88). No discernable effect was
detectable on the charts. The switchover occurred in less than 0.1 second.

e Jest (f) = 5 volts, 55 mph

Figure C-89 shows the results of this test, using a 5 volt fault signal.
The system required 0.8 seconds to switch to the secondary circuit after
introduction of the fault. Since the command signal was close to the 5.0 volt
level prior fo introduction of the fault, there was essentially no steering
wheel response during the time of the fault. ODuring the time the fault signal
was preventing any motion of the steering wheel, the joystick was being moved
in an effort to direct the vehicle to regain the driving lane. Once the
switchover occurred, the steering wheel responded to the new joystick position
and immedlately rotated approximately 20 degrees. This required minor
corrective response from the driver, by the joystick, but was easily
accommodated.

Figure C-90 shows the results of this test. There was no discernable effects
when the 3 volt DC signal was switched into the steering amplifier command
line. Agaln, this is due to the relatively large error signal which was
created which, in turn, caused rapid fault sensing and switchover to the
secondary circuit.

o Test (h) = 7 volts, 55 mph

The results of this test are essentially the same as at 40 miles per hour.
A small (less than 5 degree) steering wheel rotation was experienced, but
required no corrective response from the driver. The switchover to secondary
circuit was very rapid. Figure C-91 shows these resulfts.

e Test (§) = 0 volts, 55 mph

Figure C-92 shows some steering feedback signal perturbation at the time of
initiation of the 0 volt fault signal into the steering power amplifier
command line. This represents some steering wheel rotation. The video
recording verified that the steering wheel rotated a small amount,
approximately 15 degrees, before the secondary circult was swifched in.
Minor correction was required by the driver fo compensate for the faul t-
induced wheel rotation.

o Test () = 12 volts, 55 mph

The large error created when the 12 volt DC signal was switched into the
steering power amplifier command |ine, caused a very rapid switchover To the
secondary circuit. There was a small, perceptible reactlon which can be seen
on the steering feedback signal, shown in Figure C-93. Minor driver
correction was required.
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3.2.2.3 Steering Power Amplifier Command Offset Voltage Failure

The two tests performed in this series, at 40 and 55 miles per hour, showed
the same resulfs, as seen in Figures C-94 and C-95. When the small offset
voltage was switched into one of the steering servo operational amplifier
inputs, the command signal was offset by approximately 2.0 volts, which caused
a rapid switchover to the secondary circuit and no discernable effect on the

steering.
3.2.2.4 Steering Joystick Signal Failure

The results from this series of tests were similar to the previous series in
that the results varied, depending upon the steering wheel position, joystick
position, and software operation condition at the time the faults were
initiated. These differences masked the individual differences caused by the
different fault voltages used during the tests. This is most obvious when
comparing the same fault voltage results at the different vehicle speeds.
Overall, the performance results are indicative of what would be expected in
an actual failure situation.

e Test (a) - 0 volts, 40 mph

Figure C-96 shows the results when 0 volts DC was switched into tThe steering
joystick signal Iine at 40 miles per hour vehicle speed during a lane change
maneuver. As seen from the charted signals, no observable effect was created
by the fault. Tbe video recording verified that switchover to the secondary
circuit was very rapid, and accounted for the minimal perturbations caused by
the fault introduction.

e Test (b) - 12 volts, 40 mph

When 12 volts DC was switched into the steering joystick signal line, the
delay which resulted before the secondary circui? switched in caused the
steering wheel to rotate approximately 30 degrees before the changeover
occurred. The driver made small corrections to compensate for this
perturbation, once the secondary circult engaged, but significant problem in
control were created. The error detectlon and switchover cycle ftfook
approximately 0.2 seconds for this test (see Figure C-97).

e Jest (c) - open circult, 40 mph

The results of this test were only a perceptible perturbation in the steering

wheel rotation, as shown in Figure C-98. No abnormal steering corrections
were made by the driver. The switchover fo secondary circuit was very rapid
(less than 0.1 seconds).

e Jest (d) - Q vyolts, 55 mph

This test yielded different results than the one at 40 miles per hour in that
there was nearly 10 degrees of steering wheel motion, as shown in the steering
feedback signal (Figure C-99). This occurred when the fault was switched in
and before the secondary circuit switched In (approximately 0.1 seconds
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later). A small steering correction was made by the driver to compensate for
this response, but no driving problems were caused.

o Jest (e) = 12 volts, 55 mph

Figure C-100 shows that there was no discernable steering reaction to the 12
volt fault which was switched in for this test. The video recording shows a
barely perceptible reaction of the steering wheel at the time of fault
initiation.

e Jest (f) - open circuit, 55 mph

The result of this test (shown in Figure C-101) is essentially the same as
test (e) with 12 volts, 55 mph, except slightly more steering wheel reaction
was observed on the video recordings (approximately 5 degrees). No driver
reaction was required, however.

3.2.2.5 Steering Feedback Signal Failure

No tests were performed for this fest series during the initial testing
because of the dangerous results seen during the first test 3.2.1.5. This
test series was performed after UNISTIK™ modifications were completed.
Figures C-102 through C-107 show the results of these tests. The results are
nearly Identical with the second test series 3.2.1.5. The 0 volt failure at
40 miles per hour exhibited the maximum wheel rotation during the fault. It
was approximately 10 degrees of rotation and required no control compensation.
All other tests in this series were less significant.

3.2.2.6 Tachometer Signal Failure

The results of these two tests can be seen by referring fo Figures C-80 and C-
81. When the open circuit was inserted in the tachometer signal Iine during a
lane change maneuver, some steering wheel reaction was observed af both speeds
with the largest reaction occurring at 55 miles per hour. The steering power
ampl1fier command signal showed a peak-to-peak reaction of nearly 2.0 volts at
40 miles per hour. The steering feedback signal Indicated that the steering
wheel rotation was approximately 50 degrees peak to peak, or 25 degrees peak
reaction during recovery from the fault. This was caused by the driver,
during correction by the joystick after the fault was switched in.

At 55 miles per hour, the results were similar except larger corrections were

experienced. A 90 degrees peak steering wheel rotation was required by the
driver during the corrective maneuvers by the joystick, after the fault was

switched In.

During both tests the driver never lost control of the vehicle.

Cc-21



3.2.3 Deceleration
3.2.3.1 Brake Power Amplifier Power Loss

The results of this test serles were essentially identical at 40 miles per
hour and 55 miles per hour (see Figures C-108 and C-109). During a
deceleration maneuver, the brake power amplifier fuse was removed, creating
the power loss fault., This action momentarily released the brakes, but the
fault was sensed. The secondary brake servo circuit switched In, and the
brakes re-applied to their pre-fault level within 0.4 seconds after
initialization of the fault, After the brakes were re-applied, the
deceleration continued normally, except at a slightiy higher rate, as shown in
the deceleration recordings.

3.2.3.2 Brake Power Amplifier Command Failure
e Test (a) - 5 volfs, 40 mph

When 5 volts was applied to the brake power amplifier command |ine during a
deceleration from 40 miles per hour, the voitage difference between the fault
voltage and the pre-fault voltage on the command |ine was approximately 1.0
volt. The error was not sufficlently large to be sensed by the software
algorithm, Once the fault was Initiated, the vehicle ceased to decelerate.
The driver increased the brake joystick signal until the joystick signal
created a sufficiently large difference between the faulted brake signal and
the one called for by the joystick, then a fault was sensed and the secondary
circuit switched in. This process took 2.7 seconds. Once the secondary
circuit switched in, the brakes were applied hard, to the level called for by
the joystick signal, and rapid deceleration completed the stoppling maneuver.
Figure C-110 shows the chart recordings for this test.

e Test (b) - 3 volts, 40 mph

In this test, the 3 volt DC fault signal was in the direction of applying
throttle, so the error signal was large enough (1.5 volts) to be detected.
During the deceleration, when the fault voltage was switched in, the brakes
momentarily released, but then the secondary servo circuit was switched in
after 0.2 seconds and the brakes re-appllied to their pre-fault level within
0.45 seconds (see Figure C-111). The deceleration maneuver continued normal ly

from this point,

o Jest (¢c) = 7 volts, 40 mph

Figure C-112 shows the results If this test, where a 7 volt DC fault signal
was switched into the brake power amplifier command |ine during deceleration
from 40 miles per hour. The error voltage caused additional (harder) brake
application. Within 0.5 seconds affer the fault was initiated, the secondary
electronics had switched in and the deceleration continued. During the
existence of the fault, the driver reduced the brake joystick position and
signal, so that when the secondary clircuit switched In, the brakes released
somewhat. The driver continued to adjust the brake joystick position fo
continue deceleration until the vehicle stopped.
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e Jest (d) - 0 volts, 40 mph

During deceleration, when 0 volts was switched info the brake power amplifier
command |ine, the brakes were momentarily released, but the fault was quickly
sensed. The secondary circuit switched in and from the time the fault was
created the brakes re-applied to their pre-fault level within 0.5 seconds.
Figure C-113 shows these results. After the secondary circuit switched in,

the deceleration continued normally.

o Jest (e) = 12 volts, 40 mph

Figure C-114 shows the results of this test. When the 12 volt DC fault signal
was switched in during the deceleration run, the brakes were initially applied
harder. The fault was sensed within 0.1 seconds and when the secondary
circuit was switched in the brakes again came under control of the brake
joystick. The deceleration continued normally from this point, except at a
slightly more rapid rate called for by the secondary brake servo. This was due
to the differences between the nonlinear and |inear modes on the primary and
secondary brake servo electronics respectively.

Figure C-115 shows that the results of this test were very similar to those of
test (a) with 5 volts, 40 mph. The difference was that the initial signal
levels, prior to the fault introduction, and the changes in the joystick
position after fault introduction, allowed the error to be sensed sooner (1.5
seconds). The secondary circuit switched In allowing the deceleration fo
continue normally.

The results of this test were essentially the same as test (b), 3 volts, 40
mph. Differences were in the driver's control of the joystick during the total
deceleration maneuver, and how long the brake was held on after the vehicle
stopped. Figure C-116 shows these resuits.

e Test (h) - 7 volts, 55 mph

The result of this test at 55 miles per hour were identical fo those seen at
40 miles per hour. Figure C-117 shows the test results for this test.

. _ v
Figure C-118 shows that the results of this test are similar to test (d), O

volts, 40 mph, for the same fault Introduction, except that the error was
detected and brakes re-applied in 0.3 seconds, rather than 0.5 seconds.

e Jest (j) - 12 volts, 55 mph

This test showed results simlilar to test (e), 12 volts, 40 mph, except that
0.4 seconds were required for the error to be sensed and the switchover to the
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secondary clrcuit made. This is shown in Figure C-119, The deceleration
continued normally after switchover to the secondary circuit,

3.2.3.3 Brake/Throttle Joystick Failure

e Test (a) - 0 volts, 40 mph

Figure C-120 shows the result of this test. During deceleration when 0 volts
DC was applied to the brake/throttie joystick signal line, the brakes were
initially released and the throttle activated. The error was sensed and the
secondary brake servo electronics switched in and the braking returned to its
pre-fault level within 0.4 seconds of the fault introduction. The throttie
failure was also sensed, and the throttle was shut off by fthe monitoring
microprocessor,

e Test (b) - 12 volts, 40 mph

Figure C-121 shows the results when 12 volts DC was switched into the
brake/throttie joystick signal line. The error was sensed rapidly and the
secondary circuit switched in within 0,05 seconds. The deceleration continued
normally, from this point.

o Test (c) - ircuit. 40 mpl

When the open circuit was switched Into the brake/throftle joystick signal
ine, the circuit voltages were driven in a similar fashion to when a 0 volt
signal was applied, as in test (a), 0 volts, 40 mph. The brake was
momentarily released and re-appiied as the secondary circuit was switched in,
The brakes returned to their pre-fault level within 0.4 seconds after the
initial fault occurred. The throttle was also applied, but the throttle faulft
was detected and the throftle shut off immediately. Figure C-122 shows these
test resulfts.

This test serles had results shown in Figures C-123 and C-125. They are very
similar to the results of the same fault Introductions at 40 miles per hour.
The minor differences were caused by slight differences in initial joystick
position prior to fault application, and joystick position changes affer the

secondary brake switched in.
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Section 4

VANCOUVER TRIP ROAD TEST

4.1 FIRST DAY - JULY 15, 1986

The first day of the Vancouver trip provided an opportunity for the drivers to
become used to driving the UNISTIK™ system/vehicle for extended periods at
highway speeds. A fotal of 432 miles were driven this day (all but three
miles were driven with the UNISTIK™). There was a strong crosswind blowing
from left to right across the vehicle's path the entire day. Because the van
vehicle is affected significantly by crosswinds, driving was more difficult.
Steering corrections were continuously required to compensate for the variable
forces affecting the direction of tfravel.

Figures C-126 through C-128 show chart recordings made during the morning of
July 15th, while the vehicle was belng driven with the UNISTIK™ system.
Figures C-126 and C-128 plot vehicle speed, brake/throttle joystick, steering
feedback and steering joystick signals. The first recording was at a speed of
45 miles per hour and the second at a speed of 55 miles per hour. These
figures show the cyclical nature of the driver's response on the steering
joystick to maintain the vehicle In a straight-lane driving condition.

In Figure C~-126 the most prominent cyclical pattern averaged 33.5% (peak) of
full joystick travel with cycle times which varied from 2.7 seconds per cycle
to 13 seconds per cycle. The average time was approximately 5.7 seconds per
cycle,

In addition to the major cyclical pattern, the figures show a smaller
magnitude, higher rate cyclical pattern superimposed upon the major pattern.
This smaller pattern had peak excursions of 4.5% of full joystick travel, but
with the much higher rate, on the order of 0.7 o 0.8 seconds per cycle.

I+ is also apparent that there Is a left directed bias in the average joystick
position. In Figure C-126 this amounted to a level of 7% of peak steering
joystick travel. This value Is apparently a function of both the crosswind
and a slight steering misalignment In the vehicle's mechanical steering
system. |t does not appear to be caused by the UNISTIK™ system.

The cycilical steering contro! movements are greatly reduced by the nonl inear
response of the steering system which determines the actual steering
movements. The steering feedback signal shown in Figure C-126 and the video
recordings taken at the same time show that the actual steering position
cyclical motions appear to be typically 3% to 5% of full tfravel (20 to 30
degrees of steering wheel rotation).

It is interesting to note, as shown In Figure C-128, that at the higher speed

of 55 miles per hour the peak steering joystick excursions were reduced to 18%
of full joystick travel.
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Figure C-127 shows a chart of some of the UNISTIK™ system voltages. The logic
and primary 12 voit voltages appear to be very stable as the vehiclie is being
driven. The battery voltage varied approximately 3% as the system performed
during driving.

The monitoring microprocessor created some fault signals on the message
center, After about 80 miles had been driven this first day, the message
"pull back joystick" appeared, just after the vehicle was driven off the
freeway onto surfaced streets in Cheyenne, Wyoming. The vehicle was stfopped,
the UNISTIK™ system restarted, and the message did not re-appear. When this
faifure occurred, there was a CRT terminal hooked up to the microprocessor,
but the terminal was turned off. The terminal was disconnected from the
interface cable, with the thought that this connection may have created a
noise spike . This particular message response never re-occurred during the
trip. The UNISTIK™ system continued to function during the time this message
had appeared on the message center,

Late in the morning, another message appeared on the message center. This
message was "secondary steering position error". No problem was apparent with
the UNISTIK™ system, and the system continued to work properly. The vehicle
was stopped, and the UNISTIK™ system restarted, with no re-occurrence of the
message at that time. At the time the message occurred, the air conditioning
unit heat exchanger in the vehicle had just frozen and the unit had to be shut
off. It was questioned at the time if a possible voltage transient from the
air conditioning unit could have caused the erroneous message to appear.

Once during the day the vehicle was stopped for a time. When the driver
returned to the vehicle the brake lights were on. Apparently, the brake pedal
had not released quite far enough to be certain that the brake |ight switch
would not be activated. When this happened, a slight tug on the brake pedal
released the brake light switch., |t is probable that occasionally the
friction in the brake servomechanism prohibits the brake pedal in returning
all the way back to a full release point.

During the afternoon of July 15th, a second series of chart recordings were

made. Figure C-129 shows a section of these charts. The steering joystick
signal is the most interesting on this chart. A lower average peak major
steering correction magnitude was seen (to approximately 31% from 33.5%). The

left steering blas was also less, down to 4.5%. It is apparent that road
conditions as well as crosswinds affect the steering condifions.

4.2 SECOND DAY - JULY 16, 1986

There were a total of 484 miles driven on the second day (all but one mile
being driven with UNISTIK™). The crosswinds had diminished considerably. The
driver's comment, after driving only a few minutes, was "its a ot easier
today". Figure C-130 shows a chart taken during the morning while driving.
The steering Jjoystick signal showed a marked difference from the previous
day's data. The peak joystick excursions fo maintain course dropped to
typically 14% of total joystick travel, and the steering feedback signal
changes (representative of steering wheel rotation) reduced accordingly. The
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rate of correction motions increased, but the incidence of the small, high
frequency corrections decreased. The major correction motion rate averaged
about 3.0 seconds per cycle.

During the afternoon another chart was run while the vehicle was driven
through a rain storm. The chart showed some Increase in joystick motion peak
levels and a decrease, once again, in the rate of corrections. The wind had
somewhat increased during the rainstorm and probably accounted for some of the
change. This chart is shown in Figure C-131,

As perceived by the drivers, driving with the UNISTIK™ system during fthe rain
storm caused no noticeable differences in driving requirements.

During the second day, there were three occurrences of the appearance of the
"secondary steering position error" message on the message cenfer. Each Time
they occurred, the system was shut off and restarted. The message did not
immediately re-occur.

There was a re-occurrance of the condition where the brake light stayed on
when the system was shut off. Pulling up slightly on the brake pedal al |lowed
the light to go off,

While the driver was performing a turn-about at Billings, Montana, the
"steering warning" and "system failure" messages appeared on the message
center. No other error messages were seen at that time. The system was re-
started and the phenomenon did not re-occur. The tendency exists during tight
maneuvers, especially when both steering and brake servos are activated
simultaneously, for these messages to appear. The lowering of system power
supply voltages due to the heavier load on the supply and extra voltage drop
in the cabling because of the higher current could explain this.

4.3 THIRD DAY - JULY 17, 1986

On the third day, 482 miles were driven, afl with UNISTIK™, Figures C-132 and
C-133 show samples of the morning and afternocon data recordings from the third
day of the trip. There appear to be no significant differences between these
and those of the second day. It should be noted that both drivers have chart
recordings which are very similar. In general terms, while driving, smaller
peak steering corrections correspond with a more rapid rate of the
corrections. For the afternoon recording, the typical correction magnitude is
about 14% peak with a rate of about 2.0 seconds per cycle.

The "secondary steering poslition error" occurred four more times on the third
day of the trip. In each case, the system was re-started without an immediate
re~-occurrence, It should be noted that iIn most, but not all cases, these
occurrences happened within 10 to 20 minutes after the system was first
started after some period of being shut off. A system voltage recording was
being made when one of the error messages occurred. This chart is shown in
Figure C-134. There is no evidence indicated on this chart that any "glitch"
occurred on the logic power. There are the normal variations occurring on the
battery voltage of the system.
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One time as the chart recordings were completed, and the inverter was switched
off, a "system failure" message was shown on the message center within 2.0
seconds after the inverter was shut off, The system was re-started and the
message did not re-occur.

A final incident occurred on the third day. At the end of the day's ftfravel,
in a subdivision in Seattle while driving on winding, hilly roads, a buzzing
noise occurred for about 2 seconds. [t sounded like it came from under the
steering column in the area of the servomechanisms. [t felt to the driver
that It was in fthe steering servo system. The system continued to be
controllable by the joystick during the incident, and the incident ceased
without the system having to be re-started. When the vehicle was again driven
later in the evening, the problem did not reoccur,

4.4 FOURTH DAY - JULY 18, 1986

Only 123 miles were driven with the UNISTIK™ system on this day because the
UNISTIK™ system was not used while driving in Canada. No incidences of
erroneous messages occurred on this day, and no chart recordings were taken.

4.5 FIFTH DAY - JULY 26, 1986

The UNISTIK™ system was used for all 374 miles driven this day. Figure C-135
shows a sample of data recorded on the morning of July 26th. This was
recorded while the vehicle was being driven over winding roads on Whidbey
Istand. The speed was much lower (35 to 45 miles per hour) most of the time.
The chart recordings show the increase in activity on the steering and
brake/throttie joysticks for this type of driving. No problems were
experienced by the driver during this type of driving.

Figure C-136 shows a second chart recording taken during the morning of July
26th. This one was during freeway driving in heavy traffic on the outskirts
of Seattle. There was no additional driving difficulty due to this type of

driving.

There were no occurrences of erroneous messages on the message center this
day.

4.6 SIXTH DAY - JULY 27, 1986

All but eight of the 509 miles driven on the sixth day were driven with the
UNISTIK™., The morning data recordings for the sixth day were taken on a
winding road at speeds of 35 to 45 miles per hour (see Figure C-137). These
data appear similar to the data faken on similar roads on July 26th. It Is
interesting to note that the video recordings from this same time period show
that the steering wheel usually rotates only about 45 degrees when the vehicle

is driven around corners on such winding roads. The chart recordings verify
this.
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During the afternoon data recording session (see Figure C-138), straight roads
were again being driven. It should be noted that the low level, high ratfe
steering corrections were {ess prominent in *this run., Even the larger
corrections occurred at lower rates. This is probably indicative of increased
driving experience on the part of the drivers.

On two occasions during this day while performing turn-about maneuvers, the
UNISTIK™ system acted as if it would not allow full left turn capability, and
the "system failure" message appeared. After the first occurrence, the system
was restarted and the maneuvering completed. About ten minutes later, when
performing a similar maneuver, the same thing occurred. The system was re-
started again and no re-occurrence took place the remainder of the day. This
condition was |ater duplicated in Boulder, and determined to be caused by &
small delay in the system returning to low speed steering gain from high speed
mode., This occurs when making sharp turns after slowing rapidly from above 35
miles per hour,

4.7 SEVENTH DAY - JULY 28, 1986

On the seventh day, a total of 513 miles were driven, five of which were
driven manually, the rest with UNISTIK™. The seventh day's morning data
recording was taken while the vehicle was driven down a winding mountain road.
Figure C-139 shows these data. Speed was 30 to 35 miles per hour. Since it
is down hill and curving road conditions, the brake/throttle joystick reflects
the frequent braking required to hold the speed down and to brake additionally
for the turns. The steering joystick signal reflects the turning required, as
well as the normal corrections. The steering feedback signal also reflects
the vehicle negotiating the turns,

By this point in the trip, the drivers had considerable experience driving
with the UNISTIK™ system, and even this type of driving was not a probiem.
Much of the driving response had become natural by this time and the drivers
automatical ly compensated for different driving conditions.

During the afternoon's data recording session, the vehicle was again on good,
straight roads and nothing of note was evident. No sample of these data s

included in this report.

During the morning date run, a chart recording was made of the systfem
voltages. A portion of this chart Is shown in Figure C-140. The voltages |ook
stable and compare favorably with those taken on the flrst day of the trip and
charted in Figure C-127,

There were six occurrences of the "system failure" message during this day of
the trip. This time, they occurred both during tight, low speed maneuvers and
during highway travel. Except in one case, each time they occurred the system
was re-started without immediate re-occurrence of the message.

On one of the occasions of the "system failure" message, the buzz was heard

from the steering servo system agaln. |In this incident, the "primary steering
position error"™ message was also displayed. This particular occurrence
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happened right after a re-start had been made from a previous "system failure"
message incident.

A second occasion of the "system failure" message on this day happened while
leaving a parking place. This time, the throttie was also disengaged. No
additional messages were noticed.

Later in the day, there was another occurrence of the same message while the
emergency brake was being released. In this case, the "throttle servo error"
message also occurred.

No obvious cause was apparent for these conditions which occurred frequently
on this day. Possible effects due fo power supply variations (especially
during startup of the engine) or other soffware faults could be involved.
Some intermittent hardware faults could also have caused some of them, but
from day to day they do not seem to be consistent,

4.8 EIGHTH DAY - JULY 29, 1986

On the last day of the trip, 498 miles (all using UNISTIK™) were driven.
During the morning of the eighth and last day of the road driving of the
Vancouver trip, one data recording run was taken. A sample is shown in Figure
C-141. For this run, the rate of corrections on the steering varied much more
from time to time. This was probably due to better reaction to actual road
conditions, rather than a mechanized response to all conditions, The average
rate of major correction was 5.8 seconds per cycle, but the range varied from
2.2 seconds per correction to 14 seconds per cycle. Fewer small, high rate
corrections were evident, compared to the first day of the trip. The road
conditions were similar to those of the first day and some crosswinds existed,
so the results are quite compatible for comparison.

First thing in the morning this day, the weather was very cold (38 degrees).
The voltage on the system was too low to allow the disk drive to function.
The vehicle engine was started and then the UNISTIK™ software | oaded. It

should be noted that after this type of startup procedure, there were no
erroneous messages during this whole day. These are possible clues to the
effects caused by voltage limitations.

4.9 GENERAL COMMENTS ON VANCOUVER TRIP ROAD TEST

Ambient temperature variations did not seem to affect the system performance
once the system had been started. The temperature range seen during the trip
was from 38 degrees to 85 degrees F.

In general, driving with the UNISTIK™ requires more concentration than manual
driving, because of the sensitivity of the controls. However, driving in this
manner does not create significantly extra stress or fatigue. Two to three

hour driving sessions were regularly driven with relative ease.
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The video recordings show that there is some wandering within the driving lane
while driving with UNISTIK™., This may be greater than typically found while
driving manually. There was no problem in staying within a driving lane
boundary.

Even though there were many incidents of error messages generated by the
software, no hardware faults have been found which could explain them, This
leads to speculation that the reason may be software faults. Some if not all
of these software faults may likely be caused by system voltage probiems,
especially during engine startup. Steps have been taken to further evaluate
the software, and correct the power supply limitations.

After the trip the UNISTIK™ vehicle was returned to Johnson Engineering
Corporation, and a thorough visual inspection was given to the UNISTIK™
system, with the following results: Due to vibration the screws holding the
card cage had worked loose, but were still supporting the card cage. A cold
solder joint was found on one indicator lamp in the transmission control
housing. Some wear had occurred on the steering wheel where it rubbed against
the servo mechanism cover,

There were no apparent wiring problems or loose wires found, nor was there any
evidence of gear wear in the servo mechanisms.

C-31



Section 5

HAND | CAPPED/ABLE-BODIED DRIVER COMPARISON TEST

Figures C-142 and C-143 show two samples of chart recordings made when a C5
quadripleglic briefly drove the UNISTIK™ system on actual roads at speeds up to
40 miles per hour. Figure C-142 was recorded during the first five minutes of
the test drive. Figure C-143 was recorded after approximately 15 minutes of

test driving.

The steering joystick signal provides the most interesting information. During
the first few minutes of driving, and when speeds were being varied, the
average rate of the larger fluctuations in the steering signal occurred at
6.25 seconds per cycle, After the 15 minute break-in period, this rate had
reduced to 5.67 seconds per cycle. Smaller, higher rate fluctuations also
were present, much as they were when an able-bodied driver drove. These
smaller fluctuations occurred at a rate of approximately 0.73 seconds per
cycle during the first few minutes, and increased to an average of 0.5 seconds
per cycle after 15 minutes of driving.

If these data are compared to that taken with an able-bodied driver at the
start of the Vancouver trip, it can be recalled that the average rate of the
large fluctuations measured at the first day of the Vancouver +trip was 5.7
seconds per cycle. This value is very close to the 5.67 seconds per cycle
measured after 15 minutes of driving by the handicapped driver.

At the start of the Vancouver trip, the average rate of the lower magnifude

fluctuations was about 0.75 seconds per cycle. This is similar to the
starting rate for the handicapped driver., His rate after 15 minutes increased

to 0.5 seconds per cycle.

The magnltudes of the cycllical responses were quite similar between the
handicapped driver and the early recordings from the Vancouver trip. The
farger fluctuations were about 35% of peak joystick travel. The smaller
excursions were about 5% of peak joystick travel. This compares to 33% and
4.5% respectively, which was measured during the first day of the Vancouver
trip.

In general terms, the chart recordings show that there Is no large dlfference

between the driving characteristics for the handicapped driver and the able-
bodied driver. This is especially true when the differences in the road

conditions that existed during the fwo ftests are compared.
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Section 6

BENCH TEST RESULTS

The test plan for the bench tests is attached to this document as Appendix B.
The following sub-sections summarize the results of each of the three types of

tests performed during bench testing.

6.1 TEMPERATURE CYCLE TEST

For this fest, the steering servo electronics were placed in a temperature-
control led chamber. The electronics were driven by a separate circuit which
supplied proper simulated input signals, and cycled twice from -40°C to +80°C.
During these temperature cycles, certain signals within the servo electronics
were monitored by a chart recorder.

The test signals generated by the signal simulator were: vehicle speed (high
or low), steering tachometer (delayed pulses), steering joystick (square
waves), and steering feedback (filtered square waves). Depending on whether
the speed signal was high or low, there was a different level for the steering
feedback signal. Figures C-144 through C-149 show chart recordings of these
four signals for both high and low speed signals, and at the three different
supply voltage levels that were used during the test.

The steering feedback signal was used as the reference when charting the other
servo signals during the test, rather than the steering joystick signal called
for in the test plan. This was because it was Indicated by the two different
signal levels whether the vehicie speed signal was In the high or low speed
mode.

The two servo signals which were monitored closely during the tests were the
steering power amplifier output current (into a "dummy load") and the steering
power amplifier input command (from the low level servo electronic card). On
the same four-channel chart recording, the temperature of the temperature

chamber or the power amplifier heat sink were monitored, and the steering
feedback signal input to the low level servo electronic card was shown for

reference. Figures C-150 through C-152 show samples of these signals: at the
three test power supply voltage levels, at the start of the tfemperature cycle
test, before the temperature was changed from ambient, These figures only
show the results when the speed signal was "low", For comparison purposes this
case is used in the remainder of this report. The speed signal "high" case
shows similar results, even though the waveforms for amplifier current and
commands are somewhat different for the second case.

The test signals applied to the servo electronics were designed to simulate
typical signals that exist in actual driving conditions, not extreme signal
conditions.

The power amplifier section of the steering servo electronics was tested
without a fan for cooling the power transistor heat sink, It was found during
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the temperature tests that the heat sink temperature follows closely the
ampient femperature (or chamber temperature). The lag in time is due to the
thermal mass of the heat sink,

The steering amplifier current signal shown on Figures C-150, and following,
is the absolute magnitude of the current. This accounts for the unusual shape
of the current waveforms. The overshoots in current shown in the chart are in
the same direction as the original current pulse,

The test input signals were specifically designed to create some overshoot in
the current response, so that small shifts in offsets and gain changes with
temperature could be easily seen,

The iines drawn on many of the chartfs signals in this section are for the
purpose of analyzing the signals for variations with ftemperature and voltage.

The signals of Figures C-150 and C-152 are very similar. There was very
little performance difference between the circuits operating at 12 volts and
at 13.4 volts on the power supply. There were distinctive differences at the
10.6 volt power supply level, At the lower voltage, the voltage reference
integrated circuits started to loose their voltage regulation, which in turn
created problems in the operational amplifier bias voltages, producing the
variations in circuit output waveforms.

Figures C-153 through C-155 show the servo electronics signal waveforms
(comparable to Figures C-150 through C-152) during the first temperature
cycle, when the chamber temperature was stabilized at +80°C,

[f Figure C-153 is compared with Figure C-150, +the changes which occurred
during the change in temperature from +25°C to +80°C can be seen. Note first
the steering amplifier command signal. This signal is generated in the low
level servo electronic circuit card, and is basicaily the steering joystick
signal minus the steering feedback and steering tachometer signals, with gain
and offset adjustments. The first negative going pulse of the command signal
does not have, as part of its makeup, the tachometer signal. This portion of
the signal is a good indication of only differences in galn and offset between
the joystick and feedback signal paths in the low level electronics, The
first command pulse in Figure C-153 shows approximately a 15% offset from the
center for the decayed level portion of the pulse, compared to that in Figure
C-150. This is caused when the two slignals (joystick and feedback signals) no
longer cancel each other exactly through the low level circuit. This in turn
is caused by a relative gain change in the two portions of the circuit with
temperature, The relative gain change between the joystick and feedback
signal paths is observed to exist on the other pulses of the command signal of
Figure C-153,

The resulting offset in the absolute level of the "tall" of the command pulses
is what causes, in turn, the major differences in the appearance of the
current pulses. The trailing portions of the current pulses are greatly
affected by the small changes in the offset from center of the command pulse
tails.
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The center of the command waveform (as interpreted by the power amplifier
input) appears not to change substantially for 12 volt input power when the
temperature changed from +25° to +80° . This center of the command waveform
or the center reference point for the power amplifier input is determined by
the minimum dips In the current waveform, and from there to the voltage level
of the command waveform, at the time of these minimums,

tf Figure C-154 is compared to both Figures C-153 and C-151, the changes which
occurred in the circuits at +80°C, and at 10.6 volts power supply voltage, can
be seen. The amplifler command signal did not change significantly from that
at 12 volts supply voltage. An analysis of the current waveforms, however,
indicates that the amplifier center reference point shifted lower by
approximately 10% of the full scale signal output.

Simitarly, if Figure C-155 is compared with Figure C-153, it can be determined
that the amplifier cenfer reference point raised by about 5% of the full scale

signal output,

Figures C-156 through C-158 show the same data with the temperature of the
chamber at -40°C., The same analysis was performed on the data at -40°C,

Table C-| summarizes the results of the amplifier center reference changes
with voltage at the different temperatures.

TABLE C-I1. POWER AMPLIFIER CENTER REFERENCE VOLTAGE CHANGE
AS FUNCTION OF TEMPERATURE AND SUPPLY VOLTAGE
(percent of full scale amplifier output)

POWER SUPPLY VOLTAGE

CHAMBER TEMPERATURE 12 VOLTS 10.6 VOLTS 13.4 VOLTS
+80°C 0% -10% +5%
+25°C REF. -19¢ -1%
-40°C 0% -29% 0%

The change In relative gain between the joystick and feedback signal paths
appeared to change approximately -6% between +25°C and -40°C.

Figures C-159 through C-161 show another set of chart recordings made of the
servo signals after the second temperature cycle test had been completed and
the temperature of the chamber returned to ambient, at 25°C., It can be seen
that these signals are essentially identical to those of Figures C~150 through
C-152, which were taken at the start of the temperature cycle test.
Therefore, no observable changes occurred in the circuits during the cycle
tests.,
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6.2 EXTENDED HIGH TEMPERATURE TEST RESULTS

For this test, fthe steering servo electronics were operated in the same manner
as in the temperature cycle test. The temperature of the temperature chamber,
however, was held at +60°C, and the power supply voltage at 13.4 voltfs. The
test lasted for seven days, with the temperature held continuousiy at +60°C.
The electronics were operated approximately eight hours per day during the

work week,

Chart recordings were made approximately every hour during the times the
electronics were operating. The data recorded were: chamber ftemperature,
steering amplifier current, steering amplifier command, and steering feedback
signal. These are the same signals which were recorded during the temperature
cycle tests. A slower chart speed was used on this test (1 mm/sec). Figures
C-162 through C-166 are sample charts from the data for this test.

Figure C-162 was taken after the chamber first arrived at the +60°C leve!l and
the circuits had stabilized.

The test continued uneventfully from startup until 52 hours had elapsed. A
failure then occurred in one of the components in the low level electronics
card. There was no advance warning that the failure was about to take place.
Figure C-163 shows the chart recording just before the problem occurred. The
signals are identical to those at the start of the test.

When the failure occurred, the chamber was returned to room temperature, and
troubleshooting was performed to determine the cause. The failure occurred in
the +/- 15 volt DC/DC converter module, which supplies power for many of the
operational amplifiers in the low voltage circuits. This module was replaced
and the chamber returned to +60°C, within two hours of the failure.

Figure C-164 indicates typical waveforms on the signals after the change in
the DC/DC converter. There are some differences in the overshoot waveforms in
the current signals. This is due to slight variations in the actual voltages
generated by the new converter, compared to the old component.

An investigation of the failed component revealed that this particular device
was only rated to +60°C operating temperature. |t had been subjected to +85°C
temperatures while operating during the previous tests, and this apparently
weakened the device sufficiently to cause the eventual failure during the
"burn in" test. |f system operation is desired above +60°C in the production
units, then a higher temperature rated component will have to be selected for
this DC/DC converter.

Once the test was under way once again, it was continued for the remainder of
a total of 168 hours, without additional Incident., Figure C-165 shows that
the waveforms at the end of the test period are the same as when the new DC/DC
converter first been installed., Flgure C-166 shows the signal waveforms after
returning the chamber to +25°C, Some small changes in waveforms occur with
the change in temperature, but this is in line with the results of fhe
temperature cycle tests previously discussed.
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6.3 MECHANICAL CYCLE TEST RESULTS

The procedure for the mechanical cycle test is ouflined in Appendix B, the
Bench Test Plan. During this test, the brake and steering servo mechanisms
were cycled to approximate ten years of average driving. The steering was
operated from one end position to the other, and the brake was applied without
aid of the power assist. This technique placed maximum stress on the
mechanical components, especially gearing, in the servo mechanisms,

No failure occurred during this test, and the servomechanisms appeared to
operate the same after the test as before. There was, however, slightly more
noise generated by the steering servo after the test, compared to pre~test
levels. (This increase in noise is subjective only, and was not tested in a
definitive manner.)

A visual Inspection of the servo mechanisms was made after the test was
completed. The brake rack and plinion assembly appeared the same as pre-test
conditions, No increased "play" was detected in this mechanism.

In the steering gears, some wear was deetected on the servo motor pinion gear.
This gear was exposed to the most stress and usage than any other during the
test. The mating gear to the pinion had no detectable increased wear. It Is
suggested that the increased noise level In the steering is due to this pinion
gear wear. The wear manifests iftself in a "sharpening" of some of the pinion
gear teeth. The gear still| appears to have considerable useful |ife left.

Since there was tooth wear in the steering servo, there is additional "slack"
or "play" in these gears, now that the test has been completed.

No other evidence of wear or problems was detected during the inspection. Al
bearings appeared still to be in excellent condition.
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Section 7

STRIP CHART RECORDER TEST RESULTS
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FIGURE C-62. TEST 3.2.1.1(A)
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FIGURE C-65. TEST 3.2.1.2(J)
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FIGURE C-73. TEST 3.2.1.5(A) INITIAL
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FIGURE C-74. TEST 3.2.1.5(A) RE-TEST
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FIGURE C-75. TEST 3.2.1.5(B) RE-TEST
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FIGURE C-76.
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FIGURE C-80.
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FIGURE C-82, TEST 3.2.2,1(a)
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FIGURE C-97.

TEST 3.2.2.4(b)
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SERVO ELECTRONICS TEST INPUTS (12V POWER)(SPEED LOW)
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FIGURE C-145.

SERVO ELECTRONICS TEST INPUTS (12V POWER)(SPEED HIGH)
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FIGURE C-148. SERVO ELECTRONICS TEST INPUTS (13.4V POWER) (SPEED LOW)
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FIGURE C-149. SERVO ELECTRONICS TEST INPUTS (13.4V POWER)(SPEED HIGH)
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FIGURE C-151. STEERING SERVO TEMPERATURE CYCLE (INITIAL AT 25°C, 10.6V POWER)
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FIGURE C-152. STEERING. SERVO TEMPERATURE CYCLE (INITIAL AT 25°C, 13.4V POWER)
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FIGURE C-153. STEERING SERVO TEMPERATURE CYCLE (+80°C, 12V POWER)
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STEERING SERVO TEMPERATURE CYCLE (+80°C, 10.6V POWER)
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FIGURE C-155. STEERING SERVO TEMPERATURE CYCLE (+80°C, 13.4V POWER)
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FIGURE C-156. STEERING SERVO TEMPERATURE CYCLE (-40°C, 12V POWER)
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FIGURE C-157.

STEERING SERVO TEMPERATURE CYCLE (-40°C, 10.6V POWER)
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FIGURE C-158.

STEERING SERVO TEMPERATURE CYCLE (-40°C, 13.4V POWER)
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FIGURE C-159. STEERING SERVO TEMPERATURE CYCLE (FINAL AT +25°C, 12V POWER)
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